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PREFACE

This volume is part of a 16-volume set that summarizes the research accomplishments of
faculty, graduate student, and high school participants in the 1992 Air Force Office of Scientific
Research (AFOSR) Summer Research Program. The current volume, Volume 16 of 16, presents
the final research reports of high school (HSAP) participants at Arnold Engineering Development
Center and Civil Engineering Laboratory.

Reports presented herein are arranged alphabetically by author and are numbered
consecutively -- e.g., 1-1, 1-2, 1-3; 2-1, 2-2, 2-3. Research reports in the 16-volume set are
organized as follows: Accesion For
VOLUME TITLE NTIS CRA&I

DTIC TAB
1 Program Management Report Unannounced 5

Justification ......................
2 Summer Faculty Research Program Reports: Armstrong Laboratory

By .. ....... .

3 Summer Faculty Research Program Reports: Phillips Laboratory Distribution I

4 Summer Faculty Research Program Reports: Rome Laboratory Availability Codes
Avail and I or

5A Summer Faculty Research Program Reports: Wright Laboratory (part one) Dist Special

5B Summer Faculty Research Program Reports: Wright Laboratory (part two) I
6 Summer Faculty Research Program Reports: Arnold Engineering eve, men ter; Civil

Engineering Laboratory; Frank J. Seiler Research Laboratory; Wilford Hall Medical Center

7 Graduate Student Research Program Reports: Armstrong Laboratory

8 Graduate Student Research Program Reports: Phillips Laboratory

9 Graduate Student Research Program Reports: Rome Laboratory

10 Graduate Student Research Program Reports: Wright Laboratory

11 Graduate Student Research Program Reports: Arnold Engineering Development Center; Civil
Engineering Laboratory; Frank J. Seiler Research Laboratory; Wilford Hall Medical Center

12 High School Apprenticeship Program Reports: Armstrong Laboratory

13 High School Apprenticeship Program Reports: Phillips Laboratory

14 High School Apprenticeship Program Reports: Rome Laboratory

15 High School Apprenticeship Program Reports: Wright Laboratory

16 High School Apprenticeship Program Reports: Arnold Engineering Development Center; Civil
Engineering Laboratory



1992 HIGH SCHOOL APPRENTICESHIP REPORTS

Arnold Engineering Development Center
Civil Engineering Laboratory

Report
Ntnber Renort Title Author

Arnold En•nreenr Development Center

I Graphics Library Routines for ETF Analysis Software Ryan Bond

2 Set-up Criteria for Blackbody Calibration by ECPR Detector Steven Cortner

3 Visualization of Quantum Chemical Calculations for Molecules Genetta Gibson

4 Development of a Versatile Spreadsheet for Estimating Electrical Power Laura Lynn Hill
and Operating Hours for AEDC's Tunnel 16T

5 Power Coordination Study Heather Hopwood

6 A Study of dBase III+ Computer Language and the Development of an Richard Ian Lee
Inventory Control Program

7 Instrumentation and Controls Inventory Program David Lineberry

8 SGAP Model Building Chris Marlow

9 Calibration and Application of a SpectraproTM -275 Spectrometer Ryan M. Mason

10 A Study of the Continuous Monitoring Station at Arnold Engineering Sara Kathryn Waterman
Development Center

Civil Enwneerin, Laboratory

I I A Study of Littorina irrorata and Its Environment Philip C. Dorsch

12 Comparison of the HNU 311 Portable and Hewlett Packard 5890 Series II Corey D. Fogleman
Gas Chromatographs

13 Microbiology Studies and Cup Burner Experiment Angela D. Foth

14 An Observation of Pluviation in Preparation for Dynamic Experimentation Mark W. Giles

15 Photo Dissociation of NO 2 in Various Media at PPM Levels Richard C. Hartzer

16 Solar Detoxification of Contaminated Groundwater Eric W. Haseltine

17 Description of Weather Station and Its Datalogging Program Robert L. Kuhn

18 (Report not received)
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GRAPHICS LIBRARY ROUTINES
FOR

ETF ANALYSIS SOFTWARE

Ryan Bond

Abstract

Graphics software was tested to determine the feasibility

of composing a library of graphics subroutines able to

interpret calls for the PLOT-10 graphics library and to make

the PHIGS calls necessary to perform the same functions. The

routines were written and debugged to run in PHIGS on a PHIGS

workstation window similar to the way the original calls ran in

PLOT-10 on a Tektronix terminal emulator. Using the routines,

the test program created a plot in PHIGS almost identical to

the PLOT-10 plot, and all features of the test program worked

properly.
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GRAPHICS LIBRARY ROUTINES
FOR

ETF ANALYSIS SOFTWARE

Ryan Bond
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Introduction

The standard graphics software for ETF (Engine Test

Facility) uses subroutine calls for the PLOT-10 graphics

library. The ETF graphics programs can currently be run on a

Tektronix terminal, a PC, or an Apollo workstation using a

Tektronix 4014 terminal emulator which allows an Apollo or a PC

to run the programs by emulating the Tektronix terminal. This

terminal emulator software is no longer supported by the Apollo

manufacturer, therefore newer releases of the Apollo AEGIS

operating system cannot be installed since the terminal

emulator is a necessity. Not being able to go above AEGIS

version 9.7 limits capabilities now and will continue to cause
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progressively greater problems until the current operating

system is upgraded.

One way to allow use of the current graphics programs

without the terminal emulator is to convert the graphics

programs to use another standard graphics package such as PHIGS

(Programmers Hierarchical Interactive Graphics Standard).

Using PHIGS eliminates the need for the emulator, and PHIGS

also provides more powerful features than PLOT-10. PHIGS is

hardware independent, so a program written in PHIGS can be

transported from one machine to another with only minor

difficulties. PHIGS also possesses three-dimensional, RGB

color graphics.

The best method of converting the software to PHIGS is to

rewrite all the programs from scratch and implement the

capabilities of PHIGS not available in PLOT-10. However, this

conversion would be very expensive and would take many man-

hours to accomplish. A faster and more cost effective method

of converting the programs is to compose a library of graphics

routines that can interpret the PLOT-10 calls and can perform

the same functions by making the proper PHIGS calls. If this

method is feasible, it allows use of all software without

changing the programs themselves. This method does not

implement the new capabilities of PHIGS into the programs, but

writing the set of subroutines allows near immediate use of the

programs.
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Ob, ective

The project objective was to determine the feasibiLlity of

using a library of graphics subroutines to allow all current

ETF software using PLOT-10 graphics calls to run in PHIGS with

little or no change to the main programs themselves.

Methodology

In order to determine whether the use of a graphics

library to convert the current software was feasible, it was

necessary to compose a set of subroutines and test those

routines, attempting to minimize any changes to the main

programs. A minimum set of forty-one subroutines would have

been necessary to run all four of the main ETF plotting

graphics programs (GIANT, PROFILE, PODPLOT, and BTDPLOT), but

by choosing a single program, a smaller set of routines was

written and debugged much more quickly.

Plotit is the test program that was chosen for the

project. Plotit is an interactive program that reads data from

a sequential input file and plots the data on a graphics

terminal. Plotit is 542 lines long and requires twenty-nine of

the forty-one subroutines to run in PHIGS.

Ecruipment

The library of subroutines was written and debugged on a

Sun workstation running the UNIX operating system. A SunPHIGS

software package containing library routines for PHIGS was used
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on the workstation. An Apollo workstation with a Tektronix

4014 terminal emulator was used as a guide on how the plot

should look and how the program functions should work.

Results

All the subroutines were completed and the test program

was able to run in PHIGS with only one line of the main program

changed while using the routines. The one line that had to be

changed was an Apollo-specific call that the Sun workstation

did not recognize as a subroutine call making it impossible to

write a subroutine to nullify this call. The plot in PHIGS

looked very similar to the plot in PLOT-10. All functions of

the Plotit program worked properly in PHIGS, although not in

exactly the same manner as in PLOT-10.

Figure 1 shows the PLOT-10 plot on an Apollo workstation

using the Tektronix 4014 terminal emulator, and Figure 2 shows

the PHIGS plot on a Sun workstaion. These figures differ in

only one way. The PHIGS plot comes up in a window, where the

PLOT-10 plot uses the entire terminal. By working through a

window, PHIGS makes it possible to use other features of the

workstation in neighboring windows while the program is in

operation. This is an advantage of PHIGS that was able to be

added without changing the main program. Figures 3 and 4 show

the help screen on the Apollo in PLOT-10 and on the Sun in

PHIGS, respectively. This screen, which is available to the
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user at any time during operation of Plotit, lists all the

functions of the program.

conclusions

The results indicated that it is feasible to use a library

of graphics subroutines in order to allow all current ETF

analysis software to run in PHIGS, rather than PLOT-10. The

library of twenty-nine routines for Plotit worked well enough

after limited work to indicate that an experienced programmer

could complete the entire set in a reasonable amount of time.

However, a problem could arise in some of the more complex

graphics programs now in use. PHIGS is a much more structured

system than PLOT-10, therefore certain PHIGS calls must be made

in proper order. PLOT-10 contains no such limitations, so some

of the more complex programs may need to be reorganized to

allow full use of the graphics library.
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Figure 2
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Figure 3
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Figure 4

PLOT PROGRAM HELP L ST
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E EXIT FROM PROGRAM
3 REDRAW THE PLOT
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I INDICATE SCREEN CCORDINATES
L GRID LINES
S RESCALE
U UPDATE THE PLOT TITLE
V LINES AND SYMBOLS
Wt LINES ONLY
X DISPLAY X-AXIS MIN. & MAX,
Y DISPLAY Y-AXIS MIN. & MAX.
v (LC) SET SYMBOL NO. TO PLOT DATA
w (LC) SYMBOLS ONLY

HIT ANY KEY (NO RETURN) TO RETURN TO PLOT
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.ýteven tortner
.ze o! i-e ký entrai l a;Sho
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Abstract

7n nrenaring 4or a blackbody calibration. -ne electrically

caiibratea iyroeietrrc radiometer (ECPR.) Jetector must be set uD

so that it will detect radiation directly from the blackbody and

not from the walls oi the OlacKbody throat. This -s a time-

:onsumiLn task when done by hand due to many tedious calculations.

With this in mind, a computer program was written to reduce the

workload and the time it consumed. The program uses geometry -

specifically similar triangles - to determine a minimum distance

the ECPR detector should be from the aperture so that it can

detect the radiation from the blackbody. It also uses the Stefan-

Boltzmann law to compute the maximum and minimum distances of the

power operating range.
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S'ET-UP QRITERIA :OR BLACKBODY -ALIBRATION
BY ECPR LETECTOR

Steven cortner

"' a r~occv" ia a zr- uread to dea ribe a u ur ace ha

aosoros all radiant energy on T. In -''O iax ?lanca Qeveioped an

emperical equation that satisfactorily represented the energy

distribution in the spectrum of a blackbody. However, he could not

4ustlfv this equation by theoretical reasoning based on laws of

classical physics. He concluded that these laws did not apply to

energy transformations on an atomic scale. He postulated that a

radiating body consisted of an enormous number of elementary

oscillators, vibrating at all possible frequencies. Albert

Einstein later added that the energy radiated by these oscillators

was propagated through space according to classical electro-

magnetic theory (Sears, 1949).

The electrically calibrated pyroelectric radiometer (ECPR)

is designed as a standard for the calibration of radiation sources

(blackbodies), optical components, and other radiometric

instruments from UV to far IR wavelengths. The basic ECPR system

consists of an electrically calibrated pyroelectric detector, a

fixed-shaped chopper, and a readout (Laser Precision Corp.,1983).

The actual blackbody calibration set-up is shown in figure 1.

Discussion of Problem

in preparing the set-up for a blackbody calibration, the

ECPR detector must be at or beyond a certain distance from the
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aoer.ure, o tnat i' r ,adn etec za aia tun z 1 e1 :rc -n 3L

:oci, not after 1as def1ecmea atf z-he wail- ci the :iac kboiv

h-rcat. :t a71o must be at a disiance that !_ within tbe qower

operating range at the EO(PR. rhe problem is tnal the raic-ulations

to find these distances are very long ana time-consuminz. A

computer program was needed to calculate these distances much

quicker.

Methodology

in order to find the minimum distance the ECPR detector

could be from the aperture, a geometric operation involving

similar triangles was used. From the basic calibration set-up,

shown in figure 2, two similar triangles are formed, figure 3. The

height of the smaller triangle is found with the following

formula:

HEIGHT1 = DIAMETER OF APERTURE/2 + DIAMETER OF DETECTOR/2.

By taking half of the diameter of the aperture, one finds the

distance from the center of the detector to the base of the

smaller triangle. The remaining half of the detector is added to

this to find the total height. The height of the larger triangle

is then found using the formula,

HEIGHT2 = (DIAMETER OF INLET - DIAMETER OF APERTURE)i2.

By subtracting the diameter of the aperture from the diameter of

the inlet, the sum of two equal distances is found. Dividing by

two then gives the measurement of one of the distances, which is

the height of the larger triangle. The unknown distance, which is

the geometric minimum distance the ECPR can be from the aperture,

2-6
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4z zounr cv sint the -ranl•posea i:roport1:in.

MINIMUM D3STANCE = (HEIGHTI LENGTH OF INLET. HEIGHT2.

The oower is calcuiated by using the formuias listed in

: iure a. Frs-s the radii ,t- mh-e aetector and aaerture -ah a te

area of the aDerture are , oun., Then three variables are usea -z

shorten the ioni equations that are used later. X and Y are the

first two variables. They are found usinq -he -wo radii and the

length of the window, which i- found between tr±e detector and the

aperture in the actual blackbody calibration set-up. The third

variable. , is found bv using the X and Y variables. All three

variables are :hen usea to find the shaping factor. This is then

multiplied by the estimated emissivity, the transmittance of the

window, the Stefan-Boltzmann constant, the temperature of the

blackbody raised to the fourth power, and the area of the aperture

(Shepherd and Sherrell, 1987). The power is then used to find the

maximum and minimum distances of the ECPR power operating range.

A computer program was written to do all of these calcula-

tions quickly. The flowchart in figure 5 represents the basic flow

of the program. It prompts the user to input six pieces of infor-

mation: the diameter of the detector, the diameter of the aperture.

the diameter of the inlet, the length of the inlet, the tempera-

ture of the blackbody, and the estimated emissivity. All distances

are in inches and the temperature is in degrees Celsius. Using

this information, the computer will calculate the geometric

minimum distance. The Stefan-Boltzmann constant, the transmit-

tance, and the length of the window are then hardwired into the

program. Also, distances are converted from inches to centimeters
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ana ::.e temperature iconvertea t• 'ae rees :.eivln~ in oroer to

accomodate the units of the ;itefan-Eoltziann constant. :ae Dro£;ram

,"en be~ins an Iterative routine in whichn 14e uower Is calcuiated.

2 -.... hen.. Else" statements are used 7o ", the -inimum. then

maximum distances of the ECPR power operating range. When the two

distances are found, the program kicks out cf the looD dnd the

,computer nrints all three distances.

Results

Data Irom this program were correlated with data from a

Drevious calibration. This correlation is shown in the chart in

figure 6. The temperature is the only one of the six inputs that

changes. Therefore, it is used in the calculations to find the

experimentally calculated power. This is then compared with the

correct power value in the previous calibration to find the

percent of error. The graph in figure 7 plots the percent of error

against the temperature. As shown the percent of error is very

low, meaning it is very nearly accurate.

Conclusion

Unfortunately, the ir'ocram was not used in a new calibration

set-up. However, comparisons with previous calibrations show that

it should work well. It will be used experimentally to test its

accuracy. If it works well, it will be used in future blackbody

calibrations.
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rEMPERATURE CORRECT EXPERIMENTAL PERCENT

N DEGREES POWER VALUE POWER VALUE OF

CELSIUS IN mw IN mW ERROR

522 C). 3.:•.•.• 0. i3 4  0. 07

705 0.1975 0.1973 0410

807 0.2930 0 .2934 0.14

911 0.4236 0.4239 0.07

978 0.5277 0.5283 0.11

1010 0.5846 0.5844 0.03

Figure 6
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VISUALIZATION OF QUANTUM CHEMICAL CALCULATIONS

FOR MOLECULES

Genetta Gibson
Graduate of Tullahoma High School
Tennessee Technological University

Abstract

Much of the chemistry that occurs in rocket plumes is a mystery to scientists.

Therefore, quantum chemistry, a relatively new field of research, is being used to analyze

this chemistry. One of the first steps is visually analyzing single molecules and

determining their behavior from the visualization. The behavior of the molecules

depends greatly on the electrons that travel around the atomic nuclei in paths called

orbitals. Since the paths of these orbitals are not definite, it is difficult to predict the

behavior and location of these electrons and, therefore, the structure of the molecule.

Since water and diatomic hydrogen are two significant products that are commonly found

in rocket exhausts, a computer program was created to visually analyze the electron

distribution of these two molecules. The source code to calculate the probability density

of the electrons was written in the FORTRAN 77 programming language. Another code

which was written in IDL (Interactive Data Language) transfers the probability data into

the IDL graphics program. IDL graphics routines are then used to draw a 3D

transformation of the electron probability density cloud. Both the FORTRAN and IDL

codes are portable to workstations across the network and may be easily modified for the

analysis of different molecules.
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VISUALIZATION OF QUANTUM CHEMICAL CALCULATIONS

FOR MOLECULES

Genetta Gibson

Introduction

Scientists do not fully understand much of the chemistry that occurs in rocket

plumes. Therefore, new methods, such as quantum chemistry, are being used to analyze

the chemistry. The first step in the analysis process is to visually analyze single

molecules. The behavior of these molecules depend greatly upon the location and

behavior of the electrons that travel around the atomic nuclei in paths called orbitals.

These orbitals are either toward the nucleus or away from it, in all directions around the

nucleus, and in more than one plane. Since the paths of these electrons are not definite, it

is difficult to predict both the behavior and locations of these electrons and, therefore, the

structure of the molecule. Since water and diatomic hydrogen are two significant

products found in rocket exhausts, a computer program was created to visually analyze

the electron distribution of these molecules.

Acknowledgements
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various computer systems, Rick Roepke for his help with the operation of the
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suggestions and guidance to make this apprenticeship program a successful learning

experience.

Description

The orbital shapes of both water and diatomic hydrogen are shown in Figure 1.

The ls orbitals of water and hydrogen have definite paths on which the electrons travel;

however, in the p orbital, the electrons can the located on the x, y, or z lobes. Since the

electrons positions vary in the p orbital, it is extremely difficult to predict the locations of

the orbitals in the water molecule. Since the electrons do not have definite paths or

locations, an equation has been developed to predict the probability that an electron will

appear at various points in space. The points were selected from a three dimensional

cube that surrounds the molecule, as shown in the diagram below.

z

-- I

I I -1 y
I .. . 1-

The "r" is the distance from the nucleus of the atom located at the origin to the

varying point in space and is the variable for which the probability equation is defined.

P(r)= E P, x,(F)x M
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Gaussian 90, a computational quantum chemistry package, was used to

determine the probability density matrix (Pij) for the two selected molecules. (The

mentor performed that task.) The software package was also used to determine some

constants in the orbital functions (xi and xj). A FORTRAN program was created to solve

the probability equation for both diatomic hydrogen and water. The program solved the

equation for each variable point inside the dimensioned cube and then wrote these values

to a file. The IDL program took these data values and transferred them into a specific

format for IDL to use. IDL graphics routines were used to draw three dimensional

transformations of the electron probability density cloud for visual analysis.

Results

The drawings of the electron probability density clouds can be found on Figures

2 and 3. (The contour and appearance of the drawings appear much clearer in color.)

The first picture of the diatomic hydrogen is a representation of the isosurface at a

probability density of 0.95. The [DL graphics routine that drew this representation goes

into the image and "slices" the image at that number and then draws the density cloud for

all those values plus any numbers of higher value. Therefore, this number, along with

the angle of visualization, explains the difference in the two pictures of diatomic

hydrogen. The lighter areas of the pictures are the nuclei of the hydrogen atoms that

have a high probability density.

The same features of the hydrogen cloud apply to the water probability density

cloud. However, these pictures are a representation of the isosurface at a probability

density of 0.0002. In the first picture, the light part is the oxygen nucleus, and the

hydrogen nucle'i are located on either side below the oxygen nucleus. (The hydrogen
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nuclei are difficult to see because they are on the backside of the drawing.) The second

drawing is the same representation at a different angle of visualization.

Summary

A computer program that allows scientists to perform visual analysis of electron

probability density clouds for water and diatomic hydrogen molecules was created. The

software development was mainly performed on the IBM workstation, but the SUN and

Silicon Graphics workstations were also both used. The program to generate the

probability data was written in the FORTRAN 77 language, and an IDL program was

created to transfer the data into IDL for the 3D transformations. Both the FORTRAN

and IDL codes may be easily modified for the analysis of different molecules found in

rocket exhaust. Also, both codes are portable on workstations across the network.

Observations

Through creating a program to visually analyze the electron probability density

clouds of diatomic hydrogen and water, the author was able to learn the fundamentals of

the FORTRAN programming language, IDL p-. gramming language, UNIX operating

system, and vi text editor, learn the operation of the SUN, Silicon Graphics, and IBM

workstations; learn some basic concepts of quantum chemistry; and gain a better insight

into the physics, mechanical engineering, and electrical engineering professions.

The author considers the High School Apprenticeship Program to be a success

in the field of technology and an excellent learning experience for any teenager who

expresses an interest in a technical field. The author would and has recommended the

program to interested students.
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DEVELOPMENT OF A VERSATILE SPREADSHEET
FOR ESTIMATING ELECTRICAL POWER AND

OPERATING HOURS FOR AEDC'S TUNNEL 16T

Laura Lynn Hill
Summer Research Apprentice

Propulsion Effects Section
University of Tennessee

Abstract

The cost of the electrical power required to operate the 16-foot Propulsion Wind Tunnel at the Arnold

Engineering Development Center (AEDC) is usually a major portion of the resource estimate provided by

the project engineer for a particular test. The standard AEDC computer program used to calculate the

power estimate does not allow for easy recalculations based on test matrix changes which often occur.

To provide more flexibility for the users, the algorithm of the standard program, written in Basic (computer

language), was duplicated in a spreadsheet format. The Excel spreadsheet version allows the user to

make changes quickly and easily because of the many features available in this format. Formulas written

into the spreadsheet cells can be easily modified as required by the user - a feature not available in the

Basic program. Transposing different functions from Basic to Excel was the most difficult task of

developing the new power estimate program. Because of the many features of the Excel spreadsheet,

the power estimate program is now more user-friendly, easily modified to the needs of the user, and can

quickly recalculate the power estimate based on last minute changes to the test schedule.
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DEVELOPMENT OF A VERSATILE SPREADSHEET
FOR ESTIMATING ELECTRICAL POWER AND

OPERATING HOURS FOR AEDC'S TUNNEL 16T

Laura Lynn Hill

INB.ROUCTION

One major concern in conducting a test in a wind tunnel is the cost of the electrical power that will be

consumed during the course of the test. My summer project was to create an Excel spreadsheet that

would calculate the power and operating hours required for any test in the 16T tunnel. The existing

standard estimate program, written in Basic, was to be transformed to the spreadsheet format which was

easy for t• ser to modify quickly. The spreadsheet format (Excel) was chosen for various reasons:

ie cells in the spreadsheet allow the user to quickly change formulas to his own needs.
fhe cell references automatically increment by an appropriate amount as the formula
is copied to succeeding cells.

2) Blank columns can be left so that other text or formulas can be added without corrupting
already existing cells.

3) Users with test peculiar situations can easily add new formulas to calculate needed
information.

4) The user can see all the text and formulas directly on the monitor.

5) Very powerful IF statements and other macro commands allowed complete duplication
of the algorithms contained in the original standard program.

For these reasons, the Excel spreadsheet was an excellent way to create a program that would be

more user friendly and could quickly recalculate the power estimate based on last-minute changes of the

test schedule.

Also during my eight-week apprentice program, I was fortunate enough to be allowed to work in the

control room of the 16 foot Propulsion Wind Tunnel while an actual test was taking place. I learned many

ways in which computers were vital in that environment. I became involved with making plots of the data

from the test and learned a lot about the operation of the wind tunnel.

METHODiOLOY

Steps For Writino the Excel Power Estimate Program

52I1: A macro sheet was developed which introduced the program to the user and also contained

macros and a dialog box that allowed Option 1, 2, 3, or 4 to be selected. A macro is a sequence of

functions and commands, similar to a subroutine, that automatically runs different operations for the user

such as opening and closing different spreadsheets. Once an option is selected from the dialog box, the
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SELECTOPT macro opens the desired spreadsheet.

Several spreadsheet files make up the new power estimate program and are interrelated as shown in

Figure 1. The box at the top of the page represents the macro sheet entitled POWEREST.XLM. When

the user opens POWEREST.XLM, he only sees the left side of the top box as shown in Figure 2. The

two macros in Figure 3 are "hidden" from the viewer to the right. The four test condition options (Option 1,

2, 3, 4.XLS), TestCon.XLS, and RunSched.XLS are all spreadsheets. Options 1, 2, 3, 4.XLS are opened

by the dialog box and the SELECTOPT macro. RunSched.XLS communicates with TestCon.XLS and
looks up values that it needs for calculating set-up time and the remainder of the power estimate.

S•g .2: The formulas in the Basic program had to be interpreted and duplicated in the Excel

Spreadsheet. The results from both sets of equations were required to match.

a : Four different options were required to set up the tunnel test conditions and to calculate the
power rate per condition. The user chooses from any of the four options shown below:

OPTION 1: Input M (Mach Number), TT (Total Temperature), and PT (Total Pressure)

OPTION 2: Input M, TT, and Rel (Reynolds Number)

OPTION 3: Input M, TT, and 0 (Dynamic Pressure)

OPTION 4: Input M, TT, and H (Altitude)

An example of the Option 1 spreadsheet is shown in Figure 4. The shaded columns indicate the

values that the user inputs. Values in the other columns, including power rate, are automatically

calculated by the spreadsheet.

After these four options were programmed in the spreadsheet format, calculated values were verified

from duplicate calculations from the standard program.

Stepg4: After the user inputs all known test conditions, he is instructed to press CNTL + r. This

command copies the values into another spreadsheet called TestCon.XLS. The command CNTL + r

operates a separate macro program (SELECTRUN) from the macro sheet. This macro also opens the

Run Schedule spreadsheet (RunSched.XLS) which communicates with TestCon.XLS (see Figure 1).

The calculations of set-up time for the test and other calculations such as mega-watt hours, air-on hours,

and user-occupancy hours are contained on the lengthy spreadsheet, RunSched.XLS. An example of

this spreadsheet is shown in Figure 5. The shaded areas are the values that the user inputs. All other

values are calculated.
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One very important feature of the Run Schedule spreadsheet is the Look-up command. This
command is an example of the powerful capabilities of Excel. The Look-up command reads specific data
from the test condition spreadsheet and writes these numbers into the Run Schedule spreadsheet cells

which are used to calculate other values.

.2: After the Excel program was completed, an accurate checkpoint had to be made. The
checkpoint verifies that the Excel spreadsheet calculations match the Basic program. This checkpoint
was accomplished by inputing a group of data that qualified each IF-statement in the Excel version. After
the checkpoint was accomplished on the spreadsheet, the same input data was processed with the
standard estimate program. Figure 6 shows examples of the matching Excel version and Basic program

calculations.

SIMILARITIES OF THE TWO PROGRAMS

Even though the Basic and Excel programs use different commands and functions, they both share
common programming techniques. Both have input and output functions that work in similar ways.
Three other techniques used in both programs are looping, branching, and subroutine functions. These
functions may look different in each of the two programs, but they accomplish the same goal.

DISCUSSION OF PROBLEMS AND DIFFERENCES BETWEEN THE TWO PROGRAMS

A significant problem in creating the spreadsheet version was accurately transposing the same

algorithms from Basic to Excel. Even though the final results were required to match, some things had to
be handled differently in Excel. The following examples illustrate two of the differences that had to be

overcome in creating the new program.

Exa~Iai1: Branching and Looping
Branching and looping are two very important techniques in computer programming. IF-statements,

Goto Statements, and For-Next Statements are examples. In the Basic program, branching and looping
are used extensively. If a value is input into the program, it goes through a long list of statements until it
qualifies in one of them. After the input value has qualified an output, the program loops back to the
beginning to repeat this process. In the Excel spreadsheet version, all branching and looping are
contained in the Excel formulas. The powerful spreadsheet capability automatically increments the cell
references when they are copied into succeeding cells. The Excel version does not have to loop when a
new value is input. IF-statements are combined in long strings allowing the program to perform complex

branching operations.
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FaryIfi2: Incrementing Values

NOMENCLATURE FOR EXAMPLE 2

I=O - User Occupancy Hours

JQHE - Cumulative UOH

- Cell P Current Value

Pn - Cell P Previous Value

UOHco - Previous UOH Cumulative

UOH=sa - Current UOH Per-Set Up

Another difficult requirement was to add an increment to the cumulative UOH value at specific

intervals. The first increment of 3 UOH was to be added when half of the interval was accumulated.

Additional increments were to be added after each succeeding interval was reached. The requirement

was accomplished in the Basic program by a loop that contained an IF-statement which was based on

accumulated UOH and a Rag constant that was increased by one for each loop. The intervals were fixed

with the first interval equal to 9 and succeeding intervals equal to 17. Thus, the UOH intervals would be

9, 26, 43, 60,...etc. If UOHc > (Rag * 17) - 8, then the increment of 3 was added. The initial increment

equaled 9 and the corresponding Flag equaled 1. When UOHc became equal to or greater than 9, the

Flag value was increased by 1 and UOHc was increased by 3 The process was then repeated at each

succeeding interval of 17 UOH.

To convert this requirement to the Excel version, the interval is set up as a variable which

immediately gives the user more flexibility. An increment of 3 UOH is added to the desired intervals. The

increments are 1/2 UOH/day, 1/2 UOH/day + UOH/day, 1/2 UOH/day + 2UOH/day...etc. The Flag

method in the Basic program was replaced by the following formula which was placed in Cell P of the

spreadsheet:

CELLP
Flag= TRUNC((UOHc + 1/2 UOH/day)/UOH/day)

The P1 value is equal to 0 since there is no previous value. The formula for Rag first appears in Cell

P2. The formula for UOHc (located in Cell N) is: If Pc > Pp then UOHc - UOHcp + UOHpsc + 3.

Otherwise, UOHc = UOHcp + UOHpsc.

When the Cell P value qualifies and the Cell N value is to be incremented, instructions to increment
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the Flag are not necessary since the TRUNC function, which deletes all of the numbers to the right of the

decimal place, calculates the appropriate value for Rag. For example, if the first P value is 0, no action

takes place. If the second P value is .7, the TRUNC function shows the number as 0 and no increment is

added to UOHc. However, if the third P value is 1, the increment is added to UOHc.

Unlike the Basic program, Excel does not need loops to fulfill this increment requirement. One other

difference between the two programs is that the IF-statements in the spreadsheet are based on the Flag

value and not on the UOHc value as in the Basic program. Both of these techniques accomplish the

same requirement but have different approaches. Learning to overcome differences in Basic vs. Excel

was crucial in developing the Excel power estimate program, and at the same time, was a great teacher.

The Excel capabilities developed during this effort will greatly benefit me and the project engineers I

worked with.

RESULTS
Many benefits are attributed to the improved power estimate program. The Excel spreadsheet

capability can quickly recalculate the power estimate when last minute changes need to be made to the

test schedule. The calculations may be seen directly on the monitor and can be modified to the specific

needs of the user. This capability was not possible in the Basic program since the user was only allowed

to input values and see the final calculations. Blank columns have been inserted into the spreadsheet to

accommodate the needs of test peculiar applications. One user may need to add text while another

needs to write a new formula into the spreadsheet. It is easy to make these changes without corrupting

any nearby cells with only a modest understanding of the Excel application. These results indicate that

the Excel spreadsheet is an improved way for project engineers to calculate power estimates which will

save both money and time.

CONCLUSION
The goal of creating a power estimate program with spreadsheet capability that would save both

money and time has been accomplished. The resulting program was much needed by project engineers

to calculate power for their different wind tunnel tests. Even though this application uses only a few of the

many capabilities of Excel, it represents a great beginning from which the project engineer can adapt a

very useful tool. In later years, as new technology is developed, the program may easily be updated

because of the easy editing capabilities in Excel. For example, when the power estimate program was

first written, it was in Excel version 2.1; however, during the course of my apprenticeship, Excel was

updated to version 4.0. The 2.1 version works exactly the same in version 4.0 which has greatly

expanded capabilities.
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FIGURE 6 (con't)
BASIC PROGRAM PRINTOUT

16T ENERGY ESTIMATE

SET COND MACH PT TOC SET UOH MW MWH
UP # (mrn) UP LEVEL
1 1 0.00 2040 0 0 0.00 0.0 0.0
2 1 0.00 2040 90 0 1.50 0.0 0.0
3 4 0.40 2991 60 15 1.25 96.3 108.4
4 1 0.00 2040 90 12 1.70 0.0 9.6
5 9 1.20 722 60 30 1.50 85.1 106.3
6 1 0.00 2040 90 12 1.70 0.0 8.5
7 5 0.60 1518 60 20 1.33 81.8 95.3
8 4 0.40 2991 60 9 1.15 96.3 109.7
9 3 0.20 3672 60 6 1.10 53.9 61.4
10 5 0.60 1518 60 22 1.36 81.8 106.2
11 4 0.40 2991 60 9 1.15 96.3 109.7
12 10 1.40 696 60 31 1.52 91.3 139.8
13 7 0.90 895 60 14 1.24 82.3 103.3
14 4 0.40 2991 60 13 1.22 96.3 116.4
15 8 0.95 849 60 21 1.36 83.3 115.4
16 6 0.80 1021 6n 5 1.09 79.6 86.7
17 10 1.40 696 60 16 1.27 91.3 114.1
18 3 0.20 3672 60 28 1.47 53.9 87.8
19 9 1.20 722 60 30 1.49 85.1 119.2
20 7 0.90 895 60 9 1.16 82.3 95.6
21 9 1.20 722 60 9 1.16 85.1 98.3
22 10 1.40 696 60 8 1.13 91.3 103.1
23 7 0.90 895 60 14 1.24 82.3 103.3
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THE POWRK COORDINATION STUDY

Heather Hopwood
SSI Electrical Engineering

Arnold Air Force Base

Abstract

The Power Coordination Study updates information on the

protective function that a relay performs. Specifically the

study provides information concerning the effectiveness of the

protective devices. If a fault is found in the protection,

modifications are recommended. Electrical Distribution System

Analysis program (EDSA) will display any problems with the

relays through time curves.
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THE POWER COORDINATION STUDY

Heather Hopwood

The Power Coordination Study will accumulate

pre-recorded data. The old information is gathered from

existing drawings and databases. After the information is

accumulated and entered into Electrical Distribution System

Analysis (EDSA), EDSA will be able to display a problem with

one of the relays.

The study researches the protective equipment operating

at AEDC. The devices, known as relays, communicate with

circuit breakers to insure the safety of transformers, lines,

and loads. A relay is an electrical device that provides the

logic to tell a circuit breaker to trip. The circuit breaker

will shut down the power on the line before more damage

occurs. If the relays are inoperative, a disturbance could

occur and travel undetected.

The relays' settings have gone without examination for

several years. New additions, such as loads, may have been

added to a facility without changing a relay's settings to

meet the new load's criterion. Therefore, the relay is not

working up to it's full potential until it has its settings

adjusted.
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Arnold Air Force Base receives all of its power from

Tennessee Valley Authority (TVA). The power travels at one

hundred and sixty-one thousand volts. Once at AEDC, the power

is reduced by transformers to a more suitable voltage which

loads can use. The power must travel on the lines at high

voltages to decrease power loss. After the power reaches a

facility, a transformer will reduce the amount of energy for

the loads at the facility.

A relay monitors the amount of current flowing through a

load. The relays will pick up an overload or another

electrical malfunction and trip the circuit breakers which

will shut down the load. If the circuit breaker is not warned

by the relay, it will not shut down the load. If the overload

goes undetected, the whole substation and all the lines the

substation feeds can shut down. For a center where tests are

the primary element, this could mean a rather costly and

timely repair for the damaged equipment.

This has been the second year I have worked on this

study. Last year my primary job was to work out in the field

and with the computer. I also worked on Aeropropulsion

Systems Test Facility (ASTF) and completed several databases

concerning this building. This year I learned to read the

electrical drawings and locate information concerning relays,

circuit breakers, nodes, and branches. I used all the
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databases this year in my research on the facility. I have

completed ASTF and all of my data has been entered into EDSA.

This year I worked with four other people on this

project. Each person involved in the study was responsible

for a specific area. I was responsible for recording

information on relays, nodes, circuit breakers, and branches.

Without my work completed none of the others could progress in

their work. The next member of the team would enter all of

the data into EDSA and work on the time curves the motors and

relays would produce through EDSA. The next member would

analyze the curves and decide what settings needed to be

changed. The following member would get the job going on

replacing the faulty relays.

Diagram I is an one-line diagram. This one-line diagram

is a section of ASTF. A one-line diagram is the electrical

layout of a building. Transformer A3 transforms the voltage

from 161kv to 6.9 kv. Then the voltage travels to synchronous

motor BCRC 3.1. Relay A protects other transformers in ASTF

and relay B is a primary relay that protects transformer A3.

Relay D is a main breaker which protects transformer A3 from

the section. Relay E and F are feeder breaker relays that

guard the transformer. Relay H is an alarm relay and will

sound an alarm if there is an overload. Relay G will try to
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trip the motor and shut it down. The Power Coordination Study

tries to determine if the relays are working to their full

potential. If relay G fails to trip the motor relay F will

try to trip the motor, until one relay is successful in

shutting down the system.

Diagram II is the data that EDSA has produced concerning

ASTF. The y-axis is time, and the x-axis is tap. All

relays have a tap and time setting. Curve i is the time

curve for motor BCRC 3.1. The alarm relay H will sound if

the maximum acceleration time reaches beyond 100%. Relay G

will trip the motor at 118%. Relays E, F, D, and B protect

transformer A3 represented by line C. Relay B's settings are

not correct. Curve B is not directly under line C. Relay A

guards other transformers from this station in ASTF. Diagram

III shows the correction made to relay B. The tap was

decreased and the time was increased. Now that the correct

settings have been installed into EDSA, there needs to be a

physical change on the relay.

As a second year participant I have seen many advances

in the Air Force Apprenticeship Program. This year has been

another great success. I have enjoyed working with the same

people as last year. They utilized me to my fullest

potential. I hope to participate in the program next summer.
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A STUDY OF dBASE III + COMPUTER LANGUAGE AND THE DEVELOPMENT
OF AN INVENTORY CONTROL PROGRAM

Richard Ian Lee
Freshman

Tennessee Technological University

Abstract

The dBASE III + computer language was studied and an inventory control

program was developed using dBASE III +. In order to learn dBASE III +, the manuals

were studied and a practice program was developed. The practice program, an address

and telephone management program was successfully written and is being used by

Sverdrup personnel. Upon the completion of the address management program, a generic

inventory control program was successfully completed and is being used by personnel

involved in the CADDMAS program at Arnold Engineering Development Center

(AEDC). Compilation of the final inventory program to provide a stand-alone

capability was attempted, but a good compilation was not achieved. Due to lack of time,

no further attempts to compile the program were made.
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A STUDY OF dBASE III + COMPUTER LANGUAGE AND THE DEVELOPMENT
OF AN INVENTORY CONTROL PROGRAM

Richard I. Lee

INTRODUCTION

In previous years, electronics components inventory of the propulsion

technology electronics labs at Arnold Engineering Development Center (AEDC) has

relied on visual inspection. This method of inventory control is very slow and can cost a

company many manhours of looking through trays for parts to make a specified product.

Through the use of a computer controlled inventory program, a single person can

determine exactly how many parts necessary to build a product, the number of parts

already in stock, and the number of parts must be ordered and needs to order in only a

very few minutes. In order to write such a program, dBASE III + computer language had

to be learned first. As part of the practice with dBASE an address and telephone

management program was written. This program will also be a very useful and timesaving

program for all users at AEDC. Due to the fact that both of these programs are in source

code, they can be modified for use in many other areas of AEDC, thus saving the money

needed to buy costly copyrighted programs.

METHODQLOGQY

The method of accomplishing the goal predefined took three basic steps. First,

dBASE III + programming language had to be learned. It was mostly self-taught through

the use of manuals and through the study of sample dBASE programs. The second step,

which overlaps the first, was writing an address and telephone management
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program. Writing this program provided the understanding and practice of dBASE

necessary to accomplish the final step in the completion of the project. The final step was

the actual writing of the inventory control program. Writing the inventory control

program and the address management program consisted of many basic programming

steps. First, 1 had to talk to the customer or user of the program and find out exactly what

the program was suppose to accomplish and any specifics about the program that the

customer required. In the case of the inventory control program, this also involved visiting

the lab where the program would be used and inspecting the parts to assure that the

program met all requirements necessary to be as useful and user-friendly as possible.

Next, the outline of the program was written out in an easy to understand way so that all

parts of the program would be written as easily and correctly as possible. This step also

prevented any specific features that the customer required from being forgotten during

the weeks between the start and finish of the program. The next step was the actual

writing of the source code and entering it into the computer. After all of the source code

was written and entered, the program was run and debugged. Debugging was found to be

the most complicated and time consuming step in the programming. After the program

was successfully debugged and all of the program was working as desired, it was then given

to the customer for a final testing of the program and a chance to apply the program.

Any changes that the customer requested were then made.

Finally, compilation of the program was attempted. Before compilation the

programs written in dBASE were only executable with the use of the dBASE environment

package, which is very expensive. After compilation of the program, it becomes

executable from DOS (the Disk Operating System supplied with any IBM compatible

computer).
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RESULTS
The inventory control program was very successful and is already in use by

members of the CADDMAS team at AEDC. And, although the program was not

successfully compiled it will eventually save users money and time. The reasons for the

unsuccessful compilation of the program are unknown and due to very limited time no

further attempts at compilation will be attempted.

The address management program was also a success. Several personnel at AEDC

are already using this program and have had very little problems or complaints about it's

operation. Through the process of writing these programs a very good understanding of

dBASE IlI + has been accomplished and many useful programming and debugging skills

were developed.

CONCLUSION

The overall project was a success and a very rewarding and educational experience.

The performance of the inventory program seems to be exceptional and will hopefully be

a time and money saving investment for AEDC. The knowledge of dBASE III +

programming language will surely be a skill which will be rewarding to have. As a future

engineer with an emphasis on computers it is important that I become familiar with as

many computer-related products as possible. I feel that this project has been very

rewarding. I would like to thank my mentor, Tom Bentley, for his guidance and assistance

throughout the project. Also, I would like to thank Gary Ledbetter, Brenda McDonald,

and all other members of the Sverdrup Technology Group for the help that they provided

throughout the summer.

6-5



ca
200
CO

10<

0.4 OM t
m 0 20

"M Z
.4 

2 m
"_ _ _ _ _ __ _ _ _ _

-0 z Zz
S0 

• c -4.4..

Z

f u , . . .o "

CZ
2 0 

I
;c a

a2 022M
0)1-# 1 20

Z. 0. 0i

oa'
.4U I .4

S 0

aM

mm

Fig.0 1Z > raiaino netr oto rga

0;03
2m1

-4m

Fig. 1I Organization of Inventory Control Program

6-6



INSTRUMENTATION AND CONTROLS
INVENTORY PROGRAM

David Lineberry
Freshman :

University of Notre Dame

Final Report for :
AFOSR Summer Research Program

Arnold Engineering Development Center

Sponsored by:
The United States Air Force Office of Scientific Research

Bolling Air Force Base, Washington D.C.

August 7, 1992

7-1



INSTRUMENTATION AND CONTROLS
INVENTORY PROGRAM

David Lineberry
Freshman

University of Notre Dame

Abstract

A PC based inventory program for the Instrumentation and

Controls Department (I&C) at Arnold Engineering Development

Center (AEDC) was written. This program improved the current

system of inventory control. The program was written in FOXBASE,

a database programing language. The program was designed to

manipulate three related database. The program also was designed

to keep track of removal dates and keep track of both used and

unused storage space. The final program consisted of about

seventy total files.
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INSTRUMENTATION AND CONTROL
INVENTORY PROGRAM

David Lineberry

INTRODUCTION

The Instrumentation and Controls Department (I&C) at Arnold

Engineering Development Center (AEDC) had a very limited

inventory control system. What records were kept were done so on

paper by hand. The new storage coordinator wanted a new computer

inventory program that would keep track of necessary data and be

easy to use. The coordinator also wanted the program to keep

track of where each item was stored, where there was available

storage space, when the stored item was to be removed, and who

was in charge of the stored item. In addition he needed the

ability to print out specific reports on stored inventory.

METHODOLOGY

A summary of the procedure I used to write the program

follows. First my mentor and I met with the Storage

Coordinator. He led us on a tour of the facilities that were

being used for storage by the Instrumentation and Controls

Department (I&C). After the tour we discussed the parameters of

the program with the storage coordinator and began working on the

structure of the databases. While working on the structure I

self-learned FOXBASE programing language. When the databases

were devised I began writing the program. When I finished with a
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first copy of my program it was shown to my mentor. She checked

for errors and listed some changes to be made then gave it back

to me. After correcting these changes program was tested and

debugged again. Finally the program shown to the storage

coordinator of the Instrumentation and Controls department.

After modifying the program to his suggestions the program was

delivered to him and I helped set it up for him. The program was

then made operational for the Instrumentation and Controls

Department.

DESCRIPTION OF PROGRAM

The program that I designed and wrote contained many special

features designed specifically for the Instrumentation and

Controls Department.

The program uses three different databases: main location,

storage space, and inventory. The first database ,main location

database, contained information about each of the Instrumentation

and Control Department's storage facilities. In this database

each location was given a unique areacode. This areacode was to

be a key field in all three databases. It related the other two

databases to the main location database. By using the areacode

relation information about each facility did not have to be

repeated in each individual record. Instead, each record

contained an areacode which referred to a specific set to

information. The second database, storage space, contains
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information about each individual spot in a main location where a

stored item might be put. Each spot in a location was given a

specific spot code. For example, floor spot 1 was given the

spotcode F01. This field was used in a similar way to areacode

to relate the third database, inventory, to the storage space

database. Inventory, the third database contained specific

information about stored items. The first two fields were

areacode, to indicate a location, and spotcode, to indicate a

storage space. By using three different databases and relating

them in this way, the program eliminates unnecessary repetition

of crutial inventory information.

My inventory program was written in a database programing

language called FOXBASE. When I began this summer I had no

experience or knowledge of programing in such a language. The

first week of the program was spent learning the concepts of

DBASE III , another database language. Once I started to

understand this language, I moved on to learning FOXBASE which is

very similar. The FOXBASE language is somewhat similar to basic

of which I did have both knowledge and experience. This helped

me to master the language quicker. Diagram 7-9 is an example of

a subprogram that I wrote in FOXBASE language. This program is

the subprogram for the main menu of my program.

The basic structure of the program consisted of several

menus which allowed the user to manipulate any data stored in the

database. By making the program menu driven, the program was
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very simple to use and was user friendly. The program produced

menus for adding records, editing records, deleting records,

viewing records, printing reports, and checking on removal dates.

Diagram 7-10 shows the structure of the program. It is a simple

chart of menus and menu choices rather than programs which would

have taken several pages. In the main menu a loop was created

for the whole program. When the end of any branch was reached,

the program looped back to the main menu and brought up the four

main choices again.

On completion of the modify branch of the program, an

integrity check was called. This check was essential in

maintaining the integrity of the computerized inventory system.

The check had four main functions. First, it made sure that when

an areacode or spotcode was added, an identical areacode or

spotcode did not already exLt. Second, the check made sure that

the user did not use an illegal or nonexistent areacode and

spotcode when an adding inventory to a location and storage spot.

Third, the check managed the storage space, it made sure that the

storage coordinator did not have more area for storage than was

actually available for him. Fourth, this check worked with file

deletion. If the user tried to delete a spotcode, the program

would flag the user that he would also be deleting any item in

inventory with the same spotcode. If the user tried to delete an

areacode, it would also flag the user that he would be deleting

all inventory stored in that areacode as well as any spotcodes
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with that areacode. Finally, the check verified that removal

dates had not arrived or been surpassed. If this was the case,

the program would give the user the option of changing the

removal date and the program would give a print out of

information about the item if it was desired.

Another feature of my program was the ability to search for

specific information for adding, deleting, editing, printing, or

viewing. This feature is called setting up a filter. In this

subprogram the user picked any field from any database then pick

an operator like equals, contains, greater than, etc.. Then the

user had to input the data that would complete the conditicn.

Once this data is verified the user was allowed to add additional

conditions or stop adding conditions. When stop was chosen, the

program found all records in a selected database that met the

condition. The user could then work with only the data that met

the condition. When the user was finished, the computer cancels

the filter and all files were useable again.

This program will greatly assist the Instrumentation and

Controls Department at AEDC. It will improve their current

system immensely. Because of its custom design, the program will

work almost uniquely for the I&C. However, with little

modification, the program could be made to work for the purpose

of inventory control at any similar facility. The program

improves on the old system through the following attributes. It

aids in keeping track of all necessary data for each stored item.
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It will keep an accounting of both occupied and available storage

space. It will flag the user when a removal date arrives or is

pasted. The program assists the user in finding stored items.

Finally the program cuts down on the time required to locate

storage inventory and cuts down on time required to store an item

to inventory. This easy to use menu-driven program should prove

invaluable to the I&C Department.
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* Main Menu Program
* Written by: David Lineberry
* Date 7-10-1992

DO WHILE .T.
SET COLOR TO &MCOLOR
CLEAR
@ 4, 10, 20, 65 BOX CHR(176)
IF mrecno > 0

SET COLOR TO &highlite
@ 24, 0 CLEAR TO 24, 80
@ 24, 15 SAY 'There are '+ STR(mrecno,3)+' record(s) with

removal date before today'
SET COLOR TO &mcolor

ENDIF
@ 4, 32 CLEAR TO 4, 42
@ 4, 33 SAY 'MAIN MENU'
@ 20, 24 CLEAR TO 20, 56
@ 8, 28 PROMPT ' ADD/EDIT FILES
@ 10, 28 PROMPT ' VIEW FILES
@ 12, 28 PROMPT ' REPORT MENU
@ 14, 28 PROMPT ' CHECK REMOVAL DATES '
@ 16, 28 PROMPT ' QUIT
MENU TO mchoice
DO CASE

CASE mchoice = 1
fsel = "ADD/EDIT"
DO IADED

CASE mchoice = 2
fsel= "VIEW A FILE"
DO IVIEWFL

CASE mchoice = 3
fsel = "REPORT MENU"
DO I-REPORT

CASE mchoice = 5
EXIT

CASE mchoice = 4
IF mrecno = 0

CLEAR
@ 10, 10 SAY 'No records exist with a removal date

before today'
WAIT ' Hit any key to continue '

ELSE
SELECT A
SET RELATION TO STR(AREACODE,2)+SPOTCODE INTO C
SET RELATION TO STR(AREACODE,2) INTO B
DO REMOVAL

ENDIF

ENDCASE
LOOP

ENDDO
RETURN
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SGAP MODEL BUILDING

CHRIS MARLOW
FRANKLIN COUNTY HIGH SCHOOL

AEDC

ABSTRACT

Wire-frame or panel computer models were built for the F-14 aircraft. SGAP model building
involves many steps. Locating dimensions for the part is the first aecessary step to build a SGAP
geometry model. Critical points must be located and then the coordinates for the points must be
assigned. When the information is placed in a data file, an executable program is run to convert the
coordinates into facets. With the facets a picture can be drawn and then a verification of the
dimensions and the model accuracy can be made. Once SGAP models have been made for all the
individual pieces, they can be put together in the correct configuration in accordance to the wind
tunnel tests. The SGAP model can finally be used to show trajectories of missiles to provide the
user with visual aid of the performance of the missile.
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SGAP MODEL BUILDING

Chris Marlow

INTRODUJCION

The Store-separation Graphical Analysis Package, commonly called SGAR was used this summer

to make geometry models of the F-14 aircraft. Geometry files are lists of the xy,z coordinates of

the vertices of the panels ,or facets ,that comprise the wire-frame model of a body. The surfaces of

the item to be modeled are approximated by a mesh of straight line segments that intersect to form

triangles or quadrilateral panels. The intersections or vertices are described in xy,z coordinates

from an origin. Often a point which is most upstream and is in the center of the piece for

symmetrical reasons is selected as the origin. A geometry file of the F-14 and its attachments and

various missile and fuel tank configurations was obtained. The file can then be used as a visual aid

to show trajectories of predictions made about missiles and their flight paths. In summary SGAP

simulates wind tunnel tests on the computer.

METHODOLOGY

One method of graphically simulating tests on the computer is by using the SGAP software. Many

steps are involved in making a SGAP geometry file. First, points must be assigned on the part as

reference for coordinates. Next, coordinates must be located for all of the assigned points by

studying extensive drawings, dimensions and by applying trigonometry to the dimensions. The

drawings used to find the coordinates are the model assembly drawings and usually lack necessary

dimensions needed to build a SGAP geometry model. Often the actual wind tunnel model must be

used in order to see different views and sometimes the model must be measured to obtain necessary

dimensions. Once coordinates have been located for all of the points, they are put in a data file.

The points must then be connected in a clockwise manner in order to form each individual facet or

panel. When each individual facet is put together, they will actually form the piece of the aircraft
which is to be modeled. So in a complex piece there would be more facets to show each curve,

radius, and each complex side. The coordinates and point orders are put in a data file, shown in
Figure 1. An executable program is then run which uses the data file to build a geometry file, shown

in Figure 2, which contains the coordinates of each individual facet. The geometry file can then be

run through a program called Checkgap which draws the facet cards on the screen as a

3-dimensional picture which can be rotated to different views or scaled to enlarge or reduce the

size of the picture. A hard copy can also be made of the picture. After making a geometry file of

each piece they must be put together with respect to each other in a configuration file. Origin
points are changed so the piece will be drawn in the proper position on the airplane. Dimensions

for the new origins are obtained from drawings using the buttock line, water line and fuselage

station of the aircraft. Also different missiles and tanks can be placed in various places on the plane.

A configuration file is made with the missiles and tanks in the correct places in accordance to the

wind tunnel test model configuration. The configuration file can be made by using a program
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called Autoconf. Autoconf will build the configuration file after a series of prompts is answered.

With the final SGAP model, predictions can be made to show trajectories of missiles and their flight

paths with respect to the airplane according to the data taken from the wind-tunnel tests. The final

picture provides a visual simulation and prediction about how the missile will perform in the

presence of the aircraft under real flight conditions.

DESBCRIPETIO

Besides,using the SGAP software I was able to use a database. With the database, report titles,

authors, and dates were categorized so future reference will be made quick and easy. The database

is also a good way to keep organized and to eliminate losing the report or being unable to locate it.

As a result of my effort if anyone in the future wants to locate a report on a specific subject or test,

they will only have to quickly search through the database. The database is a more efficient way to
keep up with information. Also I was able to observe wind tunnel testing. I was able to see tunnel

16S, a 16-foot supersonic tunnel which ranges from Mach number 1.6 to 5.0. This tunnel is not run

very often due to the large amount of energy which it consumes. Being able to see the wind tunnel

running was a great and fascinating experience. I was also able to see tunnel 4T, a 4-foot transonic

wind tunnel, which ranges from Mach number 0.5 to 2.0. While in the wind tunnel control room I

had the opportunity to operate some of the controls and interact with the project engineer. In the

wind tunnel different flight conditions can be obtained. Pressures, temperatures, Mach numbers,

roll, pitch, and yaw angles can all be varied according to actual flight conditions.

RESULIS

At the time of my departure SGAP geometry files had been built for the F-14 with many different

configurations including glove pylons, Compressed Carriage Missile (CCM) adaptors, missiles, and
fins, shown in Figures 3 thru Figures 8. Wind tunnel testing had not yet been completed, and

therefore, the trajectories and predictions were not final, but the models were ready. The database

is still a long way from being completed, but my effort was a small step in having a database of many
reports dealing with vehicle flight dynamics and tests.

OBSERVATIONS

The High School Apprenticeship Program gave me the chance to observe the engineering field

with a different light. Mentors and engineers taught me a great deal about computers,

aerodynamics and airplanes. I was able to learn much about engineering that can not be taught in

school or read in books. While I was at AEDC I saw many things on the base and was taken on some

extensive tours. I saw the entire base including the rocket and engine test facilities. I was able to go

inside tunnels 16S and able to see 4T. I had the chance to see things that I would never have seen if I

had not worked here this summer.
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669.4822 90 141
788.87 81.88 141
818.378 93.4 136.98
821.07 192.89 134.51

809 196.25 134.51
796.93 192.53 134.51
835.94 178.3 135.6
715.75 90 144.35
760.02 85.98 143.68
762.32 93.4 143.34
715.75 90 137.65
760.02 85.98 138.32
762.32 93.4 138.176
8
6581
4985
32910
73104
561 11
451112
23 13 12
74133

Figure 1. F-14 Horizontal Thil Coordinates
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CHORIZONTAL TAIL RIGHT SIDE
FACET 727 NVERT 4 COL Y
D 796.9300000 192.5300000 134.5100000 809.0000000 196.2500000 134.5100000
D 715.7500000 90.0000000 144.3500000 669.4822000 90.0000000 141.0000000
FACET 728 NVERT 4 COL Y
D 821.0700000 192.8900000 134.5100000 760.0200000 85.9800000 143.6800000
D 715.7500000 90.0000000 144.3500000 809.0000000 196.2500000 134.5100000
FACET 729 NVERT 4 COL Y
D 818.3780000 93.4000000 136.9800000 788.8700000 81.8800000 141.0000000
D 760.0200000 85.9800000 143.6800000 762.3200000 93.4000000 143.3400000
FACET 730 NVERT 4 COL Y
D 835.9400000 178.3000000 135.6000000 818.3780000 93.4000000 136.9800000
D 762.3200000 93.4000000 143.3400000 821.0700000 192.8900000 134.5100000
FACET 731 NVERT 4 COL Y
D 809.0000000 196.2500000 134.5100000 796.9300000 192.5300000 134-5100000
D 669.4822000 90.0000000 141.0000000 715.7500000 90.0000000 137.6500000
FACET 732 NVERT 4 COL Y
D 821.0700000 192.8900000 134.5100000 809.0000000 196.2500000 134.5100000
D 715.7500000 90.0000000 137.6500000 760.0200000 85.9800000 138.3200000
FACET 733 NVERT 4 COL Y
D 788.8700000 81.8800000 141.0000000 818.3780000 93.4000000 136.9800000
D 762.3200000 93.4000000 138.1760000 760.0200000 85.9800000 138.3200000
FACET 734 NVERT 4 COL Y
D 835.9400000 178.3000000 135.6000000 821.0700000 192.8900000 134.5100000
D 762.3200000 93.4000000 138.1760000 818.3780000 93.4000000 136.9800000
END OF FILE

Figure 2. F-14 Horizontal Thil Facets
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Figure 8. F-14 Top View
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CALIBRATION AND APPLICATION OF A
SPECTRAPROTu-275 SPECTROMETER

Ryan M. Mason
Summer Student

Department of Physics
The University of the South

Abstract

A SpectraProTm -275 spectrometer was calibrated and then used to gather data from the

flowfield of the H2 test cell. The SpectraProTm -275 was calibrated by using a mercury lamp and

three Pfieuger tubes filled with argon, neon, and helium. Twenty three spectra were taken at the

H2 test cell. The radiating atoms and molecules were identified by analyzing the wavelengths of

their radiation. In an ideal test situation, no spectral lines at all would occur. The copper and

copper oxide lines which were identified were most likely caused by copper atoms and oxidized

copper atoms which came from the facility's arc heating system. Because the background light

represented by these spectra was low, future non-intrusive flow diagnostic techniques appear

feasible to apply in H2.
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CALIBRATION AND APPLICATION OF A
SPECTRAPROm-275 SPECTROMETER

Ryan M. Mason

Non-intrusive flow diagnostics has become a goal of many researchers over the past forty

years. The advantages of a non-intrusive diagnostic technique is that no interference or

perturbation from the equipment is evident in the flowfield. Through emission spectroscopy, one

technique of non-intrusive flow diagnostics, a person may obtain the density, temperature, area of

flow visualization, and the velocity of a gas. Spectroscopy involves the collecting of light waves

for the purposa of determining the atom or molecule that is radiating the light waves. A linear

diode array camera is attached to the spectrometer in order to record data and convert that data

into an image that can be displayed by the computer. The non-intrusive technique of emission

spectroscopy proves to be equally important in identifying the material, element, or molecule

which is emitting the electromagnetic radiation. Emission spectroscopy is especially important in

analyzing the contents of flowfield gases.

CALIBRATION~

Before actually running the experiment in H2, a calibration of the spectrometer had to be

done in order to be able to correctly analyze the data. The Acton Research Corporation

SpectraProTm-275 (See Figs.1-3) spectrometer has three built-in gratings. Grating one has 3600

grooves/mm blazed at 240 nm, grating two has 2400 grooves/mm and is holographically ruled,

and grating three has 1200 grooves/mm and is holographically ruled. Each grating has its own

particular range of reciprocal dispersion which is measured in nm/diode. The finer the grating

spacing, the smaller the reciprocal dispersion and the greater the resolution of acquired spectra.

To obtain a spectral calibration, the source was mounted in front of the entrance slit of the

spectrometer. Second, a standard slit width was established for each grating. The slit width was
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constant for each grating but varied between gratings. The slit width which produced the most

intense signal was used. Next, either the mercury light or a Pfleuger tube (See Fig. 4) was

connected to a power supply and mounted in front of the entrance slit of the spectrometer. A

wavelength with a high intensity was chosen from the Handbook of Chemistry and Physics (Ref.

1), and the spectrometer was set on that wavelength. Then, by using the manufacturer's

computer program OSMA, the spectrum was taken and recorded on disk.

The linear diode array in the camera made it pos-ible to assign a diode number to the

various peaks which appeared on the computer screen. Two methods exist for determining the

reciprocal dispersion of a grating: (1) if two spectral lines have been identified, then the difference

of the diode numbers of both peaks must be recorded or (2) if only one line appeared in a

spectrum, the spectrometer can be set at two wavelength positions and the change in diode

number recorded. If using method (1), a person must first approximate the reciprocal dispersion

to correctly identify the spectral features. When using both methods, a person can simply use the

equation, A X•/Ad = P, where A X is the difference in wavelength, Ad is the difference in the

diode number, and P is the reciprocal dispersion. Then by comparing the change in the

wavelength (A X ) with the change in diode number ( Ad ), a person can obtain the values of

reciprocal dispersion. These values, when plotted against wavelength, decrease with an increase

in wavelength. The values, which are measured in nanometers/diode number, are used to predict

the precise location at which a peak is to be found or to identify unknown spectral features by their

wavelengths. The results for each grating are found in Figs. 5-8.

The H2 test cell is a large chamber in which a models are mounted on a rotating sting

(see Fig. 9). Air, which has been superheated by the facility's arc heating system, is fed through a

diverging nozzle and across the model. The H2 test cell is equipped with a hinged door which

contains three windows. The upstream pyrex window was replaced with a fused silica window.
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Fused silica was used so that ultraviolet light could pass through the window. Ordinary glass

would not have allowed the ultraviolet light to pass through. A ganged pair of 11-in. diameter

fused silica lenses were used to focus the H2 self-emitted light onto the entrance slit of the

spectrometer. The spectrometer and diode array detector were placed on a movable table so that

the equipment could be moved easily out of the path of the hinged door.

A SpectraProTM -275 spectrometer was used to take spectra of the H2 test cell flowfield on

25 June 1992. Background (no arc heater running) and mercury spectra were also taken by the

spectrometer at the H2 test cell. Twenty three scans of the flowfield were recorded and analyzed

using the Handbook of Chemistry and Physics (Ref. 1) and The Identification of Molecular Snectra

(Ref. 2). The results were as follows: the two spectral lines in spectrum number five were

unknown (see Fig. 10), the two spectral lines in spectrum number sixteen were identified to be

atomic copper (see Fig. 11), one line in spectrum number twenty was identified as atomic copper,

while the other four spectral lines were unknown (see Fig. 12), and one of the two spectral

features in spectrum number twenty-one was identified as atomic copper oxide, while the other

feature was a band of copper oxide (see Fig. 13). Experimental results indicate that, for two of the

scans, light was emitted by parts of the models, which were heated by the high enthalpy flowfield,

instead of by self-emission of the free stream.

CONCLUSIONI

The SpectraProT'M -275 spectrometer was successfully calibrated by using various

ultraviolet and visible light sources. The results were presented as three calibration charts, one for

each of the three gratings of the spectrometer. These charts were used to help identify atomic

copper and copper oxide spectra in the H2 test cell flowfield.
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SpectraPro-275 at the H12 test cell (Fig. 2)
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A STUDY OF THE CONTINUOUS MONITORING STATION AT

ARNOLD ENGINEERING DEVELOPMENT CENTER

Sara Kathryn Waterman

United States Air Force Apprentice

Arnold Engineering Development Center

Arnold Air Force Base, Tennessee

ABSTRACT

The extensive testing which is performed at Arnold Engineering

Development Center {AEDC-, Arnold Air Force Base, Tennessee, requires careful

monitoring of environmental conditions. The newest piece of equipment the

chemistry lab and AEDC has acquired is an automated water monitoring system.

The system, known as the continuous monitoring station, examines the water

flowing through Rowland Ditch, one of the outlets for the cooling water used

for testing purposes, for organic pollutants at the part per billion fppb}

level. The SICHROMAT 1-4 is a new instrument at AEDC. Thus, a complete

standardization of the Instrument must be performed in order to accurately

record and analyze the data received. There are also many questions

concerning its sensitivity, consistency, required maintenance, and needs in

calibration. For approximately one month, constant time has been assigned to a

complete calibration and experimentation process for the monitoring station.

During this time, much data had been acquired,* however, there are still many

more questions to be answered.

10-2



A STUDY OF THE CONTINUOUS MONITORING STATION AT

ARNOLD ENGINEERING DEVELOPMENT CENTER

Sara rathryn Waterman

INTRODUCTION

The extensive testing which is performed at Arnold Engineering

Deveioping Center jAEDC], Arnold Air Force 3ase, Tennessee, requires careful

monitoring ,-f environmental conditions. The chemistry lab at AEDC is a

support facility which examines fuels, oils, water, gases, etc. for

contaminants which may be harmful to the environment. Since the knowledge

about the environment and the laws concerning it are constantly being updated,

new equipment must be added continuously to fulfill AEDC's needs. The newest

piece of equipment the C emistry lab and AEDC has acquired is an automated

water monitoring system. The system, known as the continuous monitoring

station, examines the water flowing through Rowland Ditch, one of the outlets

for the cooling water used for testing purposes, for organic pollutants at the

part per billion {ppb} level. The strategy in developing this testing station

is that the possibly polluted water may be diverted to an isolation pond

before being discharged into the water supply, and the source of the pollution

emission may be located and eliminated or controlled.
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PROBLEM

The instrumentation of the continuous monitor is new and relatively

unfamiliar to the employees of the chemistry lab. Thus, a complete

standardization of the instrument must be performed in order to accurately

record and analyze the data received. The Siemens SICHROMAT 1-4 is a gas

chromatograph which analyzes water for volatile hydrocarbons. This instrument

must be calibrated to accurately record pollutant levels. The sensitivity of

the instrumentation concerning fuels which could seep into the cooling water

must be discovered. The machine's reactions to outside stimuli is unclear"

thus, a record of these reactions must be collected for future reference.

The first problem encountered with the SICHROMAT 1-4 occurred in the

timed events program. A command had been Installed which Instructed the

Instrument to dump the sample at the beginning of each run. This procedure

affected the accuracy of the results. Many attempts were made to deleteA hls

command from the program. However, they all proved unsuccessful. Thus, in a

final attempt to remedy this problem, an expert was contacted. Although his

method, saving the changes in the timed events program under the method and

then reloading the entire program, was successful, the manuals did not clearly

state this procedure. This produced many questions about the availability of

Information on this machine.
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Another problem concerned the stability of the SiCHROMAT 1-4. During

one weekend, the power to the monitoring station was disconnected. Because of

this upset, the instrument began reacting strangely. The integrator' s

attenuation was completely unstable. A productive range for this feature is

between 1000 and 10000. During this time the range fluctuated from 20000 to

0. Constant maneuvering of the range was necessary to retain the target

range. Instability was apparent for approximately one week, and after

stability -was regained, the peaks of the chromatograph were smaller and the

baseline wandered. If all power outages affect the instrumentation in this

way, information received after an outage may be false and misleading.

The gas consumption of the monitor requires constant maintenance. The

continuous monitoring station uses hydrogen, helium, nitrogen, and pure

breathing air. The nitrogen is purged through the sample in preparation. The

helium is the carrier gas which transports the prepared sample to the sparger.

The hydrogen and air are both necessary for the operation of the flame

ionization detector {FID}. The gases must be regularly checked to maintain

appropriate levels. In addition, the breathing air is prone to leaks.

Although the maintenance of the gases is not difficult, it is extensive.

Occasionally, it is necessary to update the programming of the

monitoring station. The integrator is unable to translate the peak areas to a

concentration without a known response factor. Many of the compounds had no

response factor written into the program; therefore, a response factor had to

be assigned using the area count and the knowledge concerning the standard.
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The integrator automatically adjusts the response factor during the

calibration mode. However, the integrator must have an original response

factor to perform this function. The program may need changes in the

retention times of the compounds. Careful observation is required in oroer to

know If the retention time of a compound has slightly shifted. If the

retention time of a compound has changed, the integrator may not assign a name

for the compound. The retention times may be examined by comparing the

results from a standard containing known elements. The program adjustments

should be checked approximately once a week unless suspicions arise concerning

their accuracy.

METHODOLOGY

The sensitivity of the SIC HROMAT 1-4 is questionable. Possible

interferences from the jet fuels present at AEDC are unknown. Therefore, a

four week standardization and calibration process was performed in order to

answer some of these questions. The SiCHROMAT 1-4 is programmed to detect

seventeen volatile compounds. These compounds are freon; methylene chloride,,

I, 1 dichloroethane: 1,1,1 trichloroethane: carbon tetrachloride: benzene:
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trichloroethylene• I 2 dichloroethane• toluene, perchloroethylene:

ethylbenzene: m,p-xylene; chlorobenzene" o-xylene• 1,1,2,2 tetrachloroethane:

1,3 dichlorobenzene; and 1,4 dichlorobenzene.

To make standards to test the sensitivity of the instrument, various

combinations of these compounds were mixed at a 100 ppb concentration in a ten

thousand milliliter container. After careful observation of the stability of

the SiCHROMAT 1-4, the calibration procedure was performed. This procedure

told the machine that the actual concentrations of the compounds were 100 ppb.

Using this information, accurate analysis of the compound levels flowing

through Rowland Ditch was possible.

The components of the standard rapidly evaporated: thus, careful

consideration was given to the most successful time to calibrate the

instrument. It was observed that the best opportunity to calibrate was during

the second full run of the standard. To calibrate during this run, the

machine must be given the command at the conclusion of the first run. If the

standard was injected at the beginning of a run, it was probable that the next

run was the best one to calibrate. Since standards can deteriorate, it was

mandatory that the standards were fresh during calibration.

After calibration, standards were made for the jet fuels present on

AEDC which could be in the water in Rowland Ditch and could be interfering

with the SICHROMAT 1-4. These standards had concentrations at the part per

million {ppm} level of the fuels. "Mystery peaks" which had been appearing in

the chromatographs of the Rowland Creek samples also appeared in the

chromatographs of the fuels standards. These fuels, JP-4 and JP-8, also had
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traces of other compounds: benzene, toluene, ethyibenzene, m, p- xylene,

chlorobenzene, and o-xylene; which are impurities from testing. Whether the

fuels caused any interference with the operation of the continuous monitor has

always been a concern. The standards of the fuels revealed no Interference by

the "mystery peaks" except at 17.79 minutes. Because of the programming, the

integrator assigned this time to be 1,1,2,2 TCE. However, the actual presence

of this compound in the fuel is highly unlikely. This interference may be

helpful in the future because it can be used to detect fuel in Rowland Ditch.

It is possible to rename that peak "fuel" because 1,1,2,2 TCE is not currently

used at AEDC.

RESULTS

The SICHROMAT 1-4 is a new instrument at AEDC. Therefore, there are

many questions concerning Its sensitivity, consistency, required maintenance,

and needs in calibration. Many of those questions have begun to be answered:

however, much more attention of all of the factors must be devoted. For

approximately one month, constant time has been given to calibration and

experimentation on the monitoring station. the results found are as follows:
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o SENSITIVITY: The sensitivit/ of the SiCHROMAT I-4 has not been

completely discovered. The sensitivity of tnis instrument with the highly

volatile compounds, such as freon and :arbon tetrachloride, may never be

known. Due to their tendency to volatilize, a correct response factor could

never be programmed. Nevertheless, the data from the SiCHROMAT 1-4 is much

more acceptable since the calibration.

o CONSISTENCY: The consistency of the SiCHROMAT 1-4 is questionable.

During the month of standardization and calibration, the area counts of the

compounds injected remained fairly consistent. However, when compared to the

area counts of the first standards which were run in April, the areas had

decreased to approximately one-third of the initial area. Constant monitoring

of the area counts should be continued to discover if another fluctuation

occurs. See attached table concerning comparisons of 1, 1,1 trlchloroethane:

trichloroethylene: perchloroethylene" and a-xylene.

o REQUIRED MAINTENANCE: The SICHROMAT 1-4 requires extensive

maintenance. The gases must be checked approximately every two days in order

to maintain full levels. The SiCHROMAT 1-4 consumes approximately four bottles

of air weekly. It uses a bottle of nitrogen every two months. The helium

must be changed once a month. The hydrogen needs changing every three months.

These figures are must different than the proposed figures for gas

consumption. These figures stated that the instrument would use two bottles

of hydrogen a month, two bottles of nitrogen a month, four bottles of helium a
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month, and four bottles of air monthly.

Occasionally, the sparger unit must be cleaned with i to 1 HCI to

remove dirt and algae deposits. The printer on the integrator requires one to

change the paper and the pen when necessary. When this is needed, the printer

gives the necessary commands to return to functional use. If the printer is

without paper, the machine goes into a remission state until the paper is

reloaded.

o NEEDS IN CALIBRATION: Calibration of the SICHROMAT 1-4 Is a vital

part of the operation and usefulness of this Instrument. In order to receive

accurate data, calibration should be done approximately once a week unless

occasion arrives for It more often. The entire calibration procedure requires

the mixing of a standard which can be calibrated after the first run. By

calibrating during this time, the second run will actual be calibrated to 100

ppb. The standard needs the Include as many compounds as possible.

Otherwise, only a select few of the programmed compounds will be relaying the

actual ppb.

It is possible that the SICHROMAT 1-4 could be calibrated to detect

the jet fuels present at AEDC using the interference of the peak with 1,1,2,2

TCE. Otherwise, there is relatively little interference from the jet fuels.
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CONCLUSION

The Continuous Monitoring Station at AEDC is an automatea water

quality analyzer. This instrumentation -;.ould prove to be a helpful tool in

analyzing the cooling water of the base for organic pollutants. Due to the

unfamiliarity of the SiCHROMAT 1-4, the results are still in the development

stage in the overall analysis of this water. However, a better understanding

of the machine and the calibration should reverse this problem. If a constant

record of maintenance and calibration is maintained, this instrument should

prove itself very useful to AEDC. Although this Instrument is completely

automated, constant maintenance of the machine is necessary. Fixed warning

levels for each compound still need to be installed to properly limit the

amount of pollution flowing out of AEDC. Although the Continuous Monitor will

never be a trouble-free apparatus, the possibilities concerning its usefulness

to AEDC are limitless.
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COMPARISONS OF SENSITIVITY

DATE 1,1,1 TCE TCE PCE O-XYLEN

APRIL 1, 1992 310910 301956 247263

APRIL 21, 1992 415940 429087 339875 1439359

JULY 9, 1992 101010 95186 58216 444702

JULY 10, 1992 132179 117257 73686 53672E

JULY 13, 1992 81649 81844 52919 344373

JULY 14, 1992 61284 62059 39151 29056

JULY 15, 1992 106925 115547 70752 515767

JULY 16, 1992 47680 106646 68140 447134

JULY 17, 1992 96632 105371 65953 505972

JULY 20, 1992 94558 106971 65733 461881

JULY 21, 1992 94636 99414 58562 431533
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A STUDY OF LITTORINA IRRORATA
AND 1TS ENVIRONMENT

Philip C. Dorsch
Student Lab Assistant

Bay High School

Abstract

Research was done on Littorina irrorata to :-ee how they

would react to a change In their enviroment. Sites were

selected in the upper in-rert:dai zone of Crooked TIsland

Sound, Tyndall AFE and oerta:n areas were marked *rff as

control or test areas. First. the snails were ob;erveu -fn

thier natural surroundings and observations were :nade. Then

the grass in the test areas was replaced with wocden dowels

and the results recordea. The final results from both the

natural and artificial environments were compared and little

change was found.
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A STUDY OF LITTORINA IRRORATA

AND ITS ENVIRONMENT

Philip C. Dorsch

INTRODUCTION

The project to which I was assigned included conducting

experiments on Littorina irrorata. The purpose was to

explore the possibility of Littorina irrorata living in an

irnificiai environment and anaiyziag the effects it imad on

them. Because of previous research, it was my belief that

Littcrina irrorata are not particular to their environment as

long as it is in the upper intertidal zone of some type of

bay or wetland. The experiment i conducted included three

steps: first, to mark off certain areas as control sites and

study the Littorina in their natural surroundings, the

intertidal grasses; second, select similar locations in n.he

Irnso wen, and replace the grasses with an artificiai

substitute; and third, to observe and record the Littorina's

Uehavior in their new environment. After the experiment was

completed, the results from both environments were compared

and the littorina were released.

METHODOLOG

hiie doing research on these snails, I found that they

live in the upper intertidal zone of beaches along the Gulf

of Mexico. The Gulf Periwinkles live on the mud flats and

marsh grasses in this area. These snails ascend and descend
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rb-- -~h rasse!5 witri tie --hanging The snaii.Lzr

highfer ;n 71me ,;rasses at nligh tide --.w~r'ii tme lraz-Sý_s,

or even on Thne mud flats, at low tide. The two Types- ot

Spartina has a wide Leaf (l.3m ana 1..D ::.ý.ly 1e

rhte Juncuz grass~ i.Z very tall 13U .rm* w~th a -mn .~ r-)

round stalk.. I condtucted tests on oohgrasses to see i-: one

snali group:~ti rbprv ette-r t. a __ _ýr2n nvirc'r~mlnt.

Fi'rst, : :eiecreci the ccoritro-I and t,,,tin~gi sites. i

rtr~c2 a -:.r.. - na.-y vaz.-i. Z'L t Lo

the iaxperiments t~o be 6ucces9:ful. The 2-.ur sites L se±L-ct~ed

w,.ýre -r*-s _ ge-,he!-. The =~xperlment 5 :oas ýre ar

from the .:ontrol g-roups. Th;-- two sites, :)ne- -n Trii and

Qne in *UfC.,Were i."meters apar.. AiL four area-= were on

the :3ame para::.L21 of the beach zioptE. Ali four areas ,:ere in

tle; oame type it --oil -.r Lzand :=tnd *-_-poea '_) -1h-a Zame -,ýea.ther

conditio.~ns.

,io, I eyicI>ý-ed =th rea with hardware I±ý evigte Op
'pen :,acn _ n:- I .ic .. "s --,a a~2.a(,ana

':m. -he _n-2i .sure haa a iieignt _f4~ f~ "i ýn4s _n ýhe

,c~ntr-':'1 in~n T : e ,;parr-ina wero pr:aEc -cia~e:n

exper::.r,etai -3parrt:-a group --;Pre orange wi-.hI a 'ýig whIt.-- ±iot

The snails in tte control] group in the *iuncus w-ere pa-inted

whitc: and thLe :xperimlknerai Juncuz gro.p :ere Paintea wflit.'

-~1.hn crn- .t or. ti'e2ir oao,,s ;.E._c.iiara, E3 m)

There we~re 22snails in the Spartina control. gzroup and '14
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in the Spartina r.est group. In the Juncus grass there were

.1U in the controi group and 226 in he -,est group. A total

of 673 snails were under study.

The next thing . did was to stiudy the snail- in natuýre.

I made observa-tions and recordings of the snails at different

times and temperatures. I also recorded their height on the

grasses at different tides and with different weather

conditions. All the data I collected went on to one .f thre.•

field charts (see Figure 1,2,3). These field charts nelped

zuiamarizo the iiuli ?eriwinxies' benavior in it: uaturai

environment.

After studying the Littorina for three weeks in their

natural 3urroundings, I decided it was time to change their

envi.ronment. In both the Spartina and ,.uncus test sites, i

removed all the grass and replaced it with wooden dowels.

fhe dowels had different heights and widtns. The width of

the dowels were 1" 3/4-, 3/8", 7/16", 5/]6"' 1,8', :3/16'.

Thi ry wooden wtwe-s were placed in eazh --est sie. Phat was

a treat reduction from their original environment. There was

over '250 *uncus stalks in the Junc'is te,%t site and over 140

Spartina leaves in the Spartina site. L believed that tae

all the snails would climb the dowels. I believed that the

snails would climb the dowels with the rising of the tides

just like they did with the grass leaves in the control

groups. As long as the snails were placed in the upper

intertidal Zone, I thought they would climb ainything to

escape the tide and predators.
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1,k-)n,. -s'• i on

After throe weehs ,_f jtudyirng the -tz:s grou.ps, - z'und

that my hypothesis was correct. The snails did climb the

,Jweis, like ,te leaves, to escape the -'ie and Z,,.-d-.,_-, .

it there was no room on a dowel for more snails, then the

snails climbed the cage. L rouna that :ne smailer zna-is

climbed higher on the dowels than the larger ones, just as

they did in nature. The observations and data couiec:-u from

test sites were almost exactly the same -as the oneF frxrm the

conr~rcl groups. ýhese fesul:s proved. tha t Littor.na

irr~rata can adapt to an :artificial enviroriment a :Long as

th±L environment, i. in ;hIe intertidal zone of some Type :.f

cay .•r wetlands.

11-6



Littorina irrorata FIELD DATA SHEET NO. 1

DEPTH AIR WATER PPT CLOUD SITE GRID

DATE TIME POLE #2 TEMP TEMP SALINITY COVER NO. SIZE

07/ /92

Weather, PredatorS re ord Date, Time, Site ).
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Littorina FIELD DATA SHEET NO. 2

AREA # SNAILS # # RE-
DATE TIME SITE GRID SAMPLED OBSVD MARKD COLOR CPTURED

!06/ /92 _,,

NOTES:
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Littorina FIELD DATA SHEET NO. 3

DATE: TIME: SITE NO.:

SIZE OF AREA SAMPLED (sq. in): SLOPE/tO ni:

TOTAL NO. OF SNAILS IN GRIDc

NO. ON SUBSTRATE: NO. ON PLANT STEMS:

NO. SIZE NO.* SIZE CM **

* NO. = number per plant stem; **

** CM = centimeters above the substrate
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Abstract

Working at die, Air Force OWvi Engineering and Servkce Againcy Jaboratwic. I gained

valuable experience in a number of fiels. I arned about plate counting while working with a

biologiK about oxygen demand while working with some of the chemijut in my laboratory, and

about solar detoxification as a means of breaking down BTEX compounds. Besides this work, I

vigorously pursued a full time summer research project. The purpose of my project was to

compare the accuracy of the relatively new HNU 311 portable gas chroMt agraph to that of the

EPA approved Hewlett Packard 5890 Series 1I GC. I did this by first cahlbrating the potable md

then mmng .pp mely 50 sampies per week in so succeson theugh both

machines. I concluded that alhough some contanuous research may yeild a proper method which

would bring die HNU up to standards set by fe HP, currendy fte HNU is not a compatible gas

matagraph2
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My preconceved notions

I entered the apprenticeship progran hoping to arrive at a better understanding of both the

tecniques that are practiced in a laboratory certain pieces of laboratory equipment. I felt that
acme hands on work in a real laboratory would be a vahna experence base for my chosm
profenion, medicine.

My mentor's notions

My mentor, Mr. Ted Marolla, also saw my summer job as an opportunity to deal with

aspc•ts of the laboratory in a professional way. As a result of our shared viewpoint on my

purpose, he gave me the opportunity to work on research not direcm related to my summer

project
Mr. Marolla had a project ready for my analysis when I arrived at the laboratmy in June. I

was to compare the new HNU portable Gas Chroatograph (from this point it will be refired to
as a GC) to the EPA approved Hewlett Packard 5890 Series H and purge and trap.

The Headquarters Laboratories

The laboratories lcad at Air Force Civil n ering and Serices Agency ae most
directly related to the study of toxic compummds such as those found in the fue propellant JP-4. A

Fire Training Facility (FTF) located within a few miles of the labs provides an excellent place for

the study of the effects of fuel spills. Bactmia counts to determine the organik destucti of fuel,
foam tsts to determine the affecuivens of certain fire suppre-sa-ant such as Aqueous Film

Forming Foam (AFFF), and chr omto-a- studies to detemine the prestze of components of

Jp-4 such as Benzene, Tohnuene Edybenzene and the Xylenes, all can be performed with he aid
of the FIT. This provides area for valueable research.

Plate Counting

Wl• workig with my lab pamner, Angels Fotb, we c xmetd with Plate Countn
This was done under the supervision of Hubert Attaway, a microbologist here at AFCESA. We

attempted to determine the number of bacteria in the Holding Pond. We began by making apr

plates with both agar and nutrient broth. As we did this we also made nutient broth blanks by

placing ne mL of broth solution into each of 96 vials, which were then sealed. Then we

perfmred a aerial dilution
From a vial of water taken from the holding pond, we extracted one mL. This was placed

into one of the broth vials. After agitation we extracted one mL from the first vial and placed it

into the second vial. These two vials then had a 1/10 and 1/100 dilution respectively. We
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continued dilution until we had up to a 1/100000000 dilution. We then spread samples of ewah
vWI onto the pre made apr plates, and allowed growth for 49 hours. Each colony on th plate
represented a bacteria, and there must be between 30 and 300 colonies to be considered

Statistically correct

BOD's and COD's

Although I did not spend much of my time woddng on this project, I found what I did do
to be ndte g, so rwe decided to take a little space and dcuss what N've learned by
accompanying Richard Hunter and Ted Marofla.

A COD is a chemical oxygen demand. It measures the reaction rate of an introduced
chemical, such as Aqueous Film Forming Foam. For example, a COD test would be run before a
chemical is added to a body of water, such as our holding pond. The test involves placing a
sample of water in a spectrograph, reading the amount of retained light, and applying this number
to a graph of linear regression to determine an oxygen count. Comparing this test to a COD

performed after the chemical is added will reve a chemical oxygen demand.
A BOD is a bkiooc oxygen demand. This is a measu of the respiraion of the bacft

which will feed on the introduced chemical such as AFFF. A BOD is performed using a disolved
oxygen meter. The sample chemical i placed in the sample of th. host water and the meter
regster. an oxygen value every five days over a given time period. (Inhbitors a also added to
the BOD sample to keep dt chemical reactions with the water from interfearimg with the biologal
demand) These two values ar very importa% for they tell the posie effect of dumping wate
into natural bodies of water.

Solar Detozifcation

We haw here on the air base a solar dotxificafion site. It is tsft toobserw he
effective of this hope for decontammiatg water. Paul Wynem and Andrew Martin are
working with a" one sun" skit site in which ground water, spiked with BTEX compounds, ar
catalized with titanium dioxide, hydrogen peroxide, and other chemicals. This water is then run
through a colmn of tubing layed along a trough. It i exposed to both direct and indirct UV rays.
The hope is that by experimenting with different combinations of coloring and catalysts, a method
will be developed to break down BTEX in a quantitativ measure in a minimum time pefiod.

I payed a very important role in this process As I was Jemnt the use of ps
chromatographs, I was able to moniter the progress of the solar detoxification process. Each day I
provided the two with an analyzed readout on how wenl each days tests had destroyed BTEX
compounds. It was interesting being a part of a move to further science in a new and innovative
way.
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Summer Research Project

The objective of my summer project was to crew an evaluation of the portable HNU GC.
This means a caoparison of the accuracy of its results with that of the Hewlett Packard 5890
Series II and 0.1. Cmporation 4460 A Sample Concentrator (purge and trap).

The equipment used was specific. The EPA approved Hewlett Packad 5890 Scrics 11 Gu
Chromatograph had the following fi o;initial own temperature: 40 degrees C; initial
oven time: 5 minutes; ,rmi rate: 5 degrees/ minute; final oven time: 5 minutes; iection temp:
200 degrees; detection temp: 250 degrees; carrier gas: He; flow rate: SmI~min; range: 3;
attenuation: 5; make up gas: nitrogen; detector: flame ion detector (FID); column: capillary (DB5
cumn)); detector gas: hydrogen and air. The 0.L pur and trap had the followng peficatons;
purge time: 12 minutes; desoib time: 4 minutes; bake time: 7 minute; bake temp: 180 degrees C;
purge gas: Helium. Thes two systems work together to give readingp of contamnants in a
sample. A 5mL sample that is injected into the purge and trap will be purged using nitrogen. After
a sufficient amount of time, the contamimna will be trapped on the colurm and sent through the
HP. This has a carier gas which will alow the tami sto flow through a detector. The
oven heats the contaminats at a ram 1 variation, so that those contaminants with a lighter
molecular weight will flow through fterthm heavier contaminaut. Benzine, for example is he
lightet of the BTEX compounds and so will flow through the machine faster and will be on the
readout faster than other BTEX compoundL The FID is a flame which givm enemV to the
contaminan as they arm fed through, md when this eneru is rlased, the machine measures the
amount of ener that each contaminant had stoe, and therefore cam dtermine the amount of
contaminant in each sample. This imfornation shows up in the form of peas on an intigrator
readout, and must then be interpretted by the technician. This method will be explned in a later
section.

The HNU 311 Gas Chromatograph had these specificat-ons; detector: phtoionization
detector column pressure: I psi; carrier gas: helium; injection temperature: 90 degrsm C; oven
temperature: 60 degre C; attenuation: 2; column: capfflary injection temperature: 90 degrees.
The HNU requires the injection of headspace. This is piped through the machine with helium, and
is similar to the systm in the HP in that the lighter cont amInnts will flow through the 60 degree
oven faster than the heair contaminant. The photoion- detector bombards the con
with light en cr, and reads what energy thus released from the i . In this way the
machine prints the readout of the cotamnation. The PUD is considered to be spenor to the FID
in that it has aromatic efficiency.

The following are the given methods which Ted Mamlla had designed prior to my arrival.
A 40 mL val of sample is emovtd from the freezer and allowed to sit for one half of an how.
This vial is then spiked with internal standard measur (ISM). This is a known standard of two
compond whose weight is such that the peaks it produces fail between those of the BTEX
compounds. This allows the observer to note changes in the retention times of certain compounds
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by noting the subsequent changes in retention times of the ISM. Ton mL of the sample is then
removed using a terile needle and ar replaces the fluid through another needle as it a removed.

The vial is then shaken for 2 minutes. Following this it is let rest in a 30 degree C bath for 5
minutes. Two hundred microliters of headpace is then extracted from the vial and injected into
the inject port.

In order to create standards by whih future samples could be compared, we firt ran

samples of straight BTEX. Many consecutive runs of known quantity gave both standard

retention tims and standard peak heights for different quanutics of contamnan. An explanation:
a known qunatity of BTEX compound., containing 100 part per billion of benzene per the

solvent, methanol, is nrn After several runs of this snae compound at the same an

average peak height of 5337 is found. Respectively, at 200 paus per bilion, a height of 9900 is
found. By usingthepeakheigtastheyvalue, and the pas per billion as the x value, (thepe
height is a dependent value) and creating a linear regression, we find that a line of best fit on a

cartesin graph has a slope of 55.14 and a y4-iercept of -380.3, for benzene. Consistant runs

yields that benzene's retention time is approxitmaely 1:28. Similar runs for toluene yield these

vA, -. rtention tim.e 2"37, stope: 49.43, y-itu - -397.19. For ethylbenin- 4-6, 37.39,
221.8. For m/p xylenes: 5:16, 37.1661, -364.775. For o xylene: 6:13, 22.7117, -202.0904. Thus,
any future rnun may be compared, using the known equatn, Y= MX+B. Simila valuts were
already in use by Ted Marola on the Hewlett Packard. Although there were differing numbers for

peak heights and retention times on the HP, this was given account to the fact that the machines
were of different make.

In order to apply the new found values for the HNU machine, we ran samples from the

solar detoxification site. This was excellent, because there were many samples, giving us the
opportunity to rum tests over a long period of time. The system was to run each sample from the

dexificationse •through both the HM and the HP. As a resut, we could compar each daWs
results from each machine.

After woding with both the HNU and the HP for a period of approximately six weeks, I
found these thinga. The HNU has a PID, which has such sensitivity tha the slightest aoraton in
methodology will result in drastic changes in a readout In order to try to bring the numerical

readout of the HNU closer to that of the HP, I developed the following method for sampling on an
HNU portable system: 1. A sample should be removed from a cooler and placed in a 40 degree C

bath for two minutes. This cuts down the time originally called for. 2. Spike with ISM. 3. Allow
the ISM to difime for two minutes. 4. Withdraw the ten mL of sample and allow headspace to

enter just as described above. 5. Shake for two minutes. This must be consistant and steady,
prompting my suggestion for a standard shaking instrument None was available in my laboratory.

6. Allow sample to sit for seven minutes in a 40 degree C bath. 7. Shake the sample for one more
minute. 8. Inject 200 microliters of headspace into the inject site. 9. Perform a burn in (bake) for

10 minutes at 100 degrees C for both the injector and oven. This should be done evety five

samples. This serves to cut down on the contamination build up that forms on the coils and
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detector.
Although hime standard methods hep to tabize ft output of hec HNU ntegrator, dhy

do not fully correct the problem of accuracy. The HNU did eventuafly deliver data within the 15%

range of err of the data delivered by the HP. However, I would not recommend using the HNU
system in place of the Hewlett Packard 5890 Series U and purge and trap. At the very least, more

research is required to judge the true efficiency of the HNU systen.

Figur Deriptiof

Figure 1. An artisr depiction of a fire training fality. Fires ignited in the drainage basin may be
put out using some mem. Th remaining liquid is then pumped through a seperato wher the
fue is skimmed off and the remaining war is sent to he holding pond.

Figure 2. A photograph of the HNU 311 Gas Chromatograph. Its advaitages incude the fact that

it is compaa, relatively inexpensive, and portable. Ifs disadvamt include a small gas suppy,

inprecise and inaccuate readouts. Subsequently, it is unreliable.

Figure 3. A copy of an HNU integrator report This particulw readout is for a QC sample. This

is a sample of BTEX in a methanol solution. A peak chart is shown, while below it is a list of

peak heigs• areas, and retention times. As can be seen, benzn, with a retention time of 1:29,

has a peak height of 4799. This yields a parts per billion of 94.

Figure 4. A copy of a peak chart from a Hewlett Packard integrator. The retention dime for

BTEX are: benzene: 4.271, toluene: 7.964, ethylbenzwe: 11.680, m/p xylene: 12.002, o xylene:

12.877.

Figure 5. A copy of a graph showing a comparison of the HNU (POM) and the HP (FID) results

for a solar detoxification test rvn. On this particular day, the HNU followed faily wal the graph

of the HP. Note that a sample was taken every 30 minutes, and that a considerable amount of

benzene is dearoyed over the three hour time period.
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Test 5, Revised Schedule of 7-16-1992
Comparison of Benzene
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FID - Purge and Trap GC
PID - Portable GC
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MICROBIOLOGY STUDIES
and

CUP BURNER EXPERIMENT

Angela D. Foth
High School Apprenticeship Program

A. Crawford Mosley High School

Abstract

Microbiology studies and the cup burner experiment

were performed in the Air Force Civil Engineering Support Agency

(AFCESA) Fire Research Lab. The purpose of the microbiology

studies was to determirq if the holding pond from which the samples

were taken was biologically active. The purpose of the cup burner

experiment was to determine percent concentration of agent and air

it takes to extinguish a flame.

To grow micro-organisms, this procedure was followed: a

sample from the fire training facility holding pond was obtained

then diluted through serial dilution which is the method of

repeatedly diluting a sample through a series of dilution blanks.

After diluting the sample, 0.1mL was put on three seperate petri

dishes for each dilution then the dishes were incubated for 48-

hours. Results were then counted. The cup burner experiment

involved burning JP-4, measuring the flow rate of air and agent,

and calculating the percent concentration that extinguished the

flame.
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MICROBIOLOGY STUDIES AND

CUP BURNER EXPERIMENT

Angela D. Foth

A. INTRODUCTION

Tyndall Air Force Base does many fire research projects

involving several different research and analysis technologies.

Two technologies and analysis procedures studied during my summer

projects involved: 1) microbiology with the study of micro-

organisms in the fire training facility holding pond; and 2) the

cup burner apparatus.

1. MICROBIOLOGY

In microbiology studies, it is important to know how

many live organisms are present in a culture. Micro-organisms

are alive if they are capable of forming colonies on a suitable

medium. Serial dilution and plating is the best method available

for determining viable numbers. Serial dilution and plating is

an estimate of the number of live micro-organisms present in a

sample (this method frequently produces a low estimate because

some cells may be alive, but incapable of division, and some may

exist in pairs, chains, or clumps). Serial dilution is the

method of repeatedly diluting a culture through a series of

sterile blanks. The goal of serial dilution and plating is to

determine how many viable colonies are in each milliliter of the
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original culture. For counting analysis, select the dilution

plate that contains preferably between 30 and 300 colonies.

Plates containing a number of colonies in this range give the

most accurate count of the number bacteria actually present.

2. CUP BURNER

Cup burning involved burning JP-4, measuring the flow

rate of air and agent (Halon 1211), and calculating the percent

concentration that extinguished the flame. The cub burner

consists of a glass chimney containing a small flame cup. The

bottom of the chimney contains glass beads that provide the even

dispersion of gases flowing into the chimney. The extinguishing

agent enters the bottom of the chimney, then air mixes with the

agent. Measured volumetric flow rates of air and agent are used

to calculate the agent percent concentration required to

extinguish the flame. Reported extinguishment concentrations of

the existing halons range from two to four percent.

B. SITE LOCATION

1. MICROBIOLOGY

The samples were taken from the fire training facility

at Tyndall Air Force Base. The fire training facility is located

about ten miles east of the main base area it is in an area

called 9700. Figure 1. show the fire training facility layout.
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2. CUP BURNER

The cup burner was located in the Fire and

Environmental Laboratory of the Air Force Civil Engineering

Support Agency, Tyndall Air Force Base, Florida.

C. METHODOLOGIES

1. MICROBIOLOGY

Samples were obtained by dipping a sterile five-hundred

milliliter bottle into the holding pond. From that sample, 0.1

mL of the holding pond water sample was taken out using a sterile

pipette and added to a 9.9 mL diluent and mixed. From that tube

1 mL was transferred to a second tube which was 9.0 mL and mixed.

From that second tube another 1 mL was taken and added to a third

tube which was also 9.0 mL and from the third tube 1 mL was taken

and added to the last 9.0 mL tube and mixed. This gave the

dilutions: 1:100 or 10-2; 1:1,000 or 10-3; 1:10,000 or 10-4; and

1:100,000 or 10-5. Using a sterile pipette, 1 mL was drawn from

the holding tube then from the sterile pipette 0.1 mL was

dispensed onto three different plates labeled A, B, and C. There

are three separate plates for each dilution. After 0.1 mL of

dilution was put on the plate, a spreading utensil is used to

smear the dilution evenly over the plate. After 48-hours of

incubation the plates are counted for bacteria colonies. Figure

2 shows the dilution procedure and the plates where the dilution

was placed for analysis.
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Holding - Dilution
Pond ml 1.0M 9.0 1. ml 9.0 1.Oml 9.0 .0Ml 9.0 blanks

SampI e ---A 0.ml -- -11 ml - C a.mi o- 0 ml - E 0.ml

Dilutions -

(Dilution factors)

D E F

Aseptic transfers - 0.1 ml 0.1 ml 0.1 mt

to

"spread plates - (J LJ LJ
Final dilutions C A B c,
(Final dilution factors) - -

Figure 2.
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2. CUP BURNER

The cup burner experiment involved measuring flow rates

of air and agent evenly dispersed in the in the cup burner to

extinguish the flame. In this experiment a flow meter was not

used to measure the flow rate of air or agent. The flow meter

was used just to control the amount of agent dispensed into the

cup burner. To measure the flow rate of air and agent a one

liter cylinder filled with water was inverted into a beaker also

filled with water. A tube was then inserted into the cylinder

with the air or agent flowing through it. The time was taken and

milliliters per second was calculated, which gave the flow rate.

D. RESULTS

1. MICROBIOLOGY

In test one of the microbiology studies 10-4 was the

only dilution with a viable amount of colonies on the plates.

The dilution 10-3 had more than 300 colonies appear on the plates

and dilutions 10-5 and 10-6 had less than 30 colonies on the

plates. In test two 10-3 and 10-4 both had viable amounts of

colonies to count on the plates as for the dilutions 10-5 and

10-6 they still had less than 30 colonies on the plates. The

last test, test three the dilution 10-3 was the only dilution

with a viable amount of colonies on the plate. 10-4, 10-5, and

10-6 all had less than 30 colonies (the graphed results for the

three test are shown on Figures 3, 4, and 5).
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HOLDING POND SAMPLE TEST 1

Count
1,600,000

1 ,4 0 0 ,0 0 0 . ...................................................................................................

1 ,2 0 0 ,0 0 0 .......................................

1 ,0 0 0 ,0 0 0 ....................................................

8 0 0 ,0 0 0 ......................................................

600,000 ......................

400,000 ......................

200,000

Plate

NA mBDo
Test 1 10-3 dilution had more than 300 colonies,
and 10-5, 10-6 had less than 30 colonies.

Figure 3.
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HOLDING POND SAMPLE TEST 2

Count
5WOWOO

. . . . . . . . .

4 MO W 000 .... .......... ...... ........ ... ..... ..

..... ....

3 W1 ...... ....... ......... .... .......... .... .. ... ... . .... .... .. .... .....
.. . . . . .. . . . . . . . . . . .

Plate. ......
A1O-3 ~ ~ ~ ~ .. ..... ....3Q61- iG3D i

.. ... ... ... ..2. ..........
2 0 X O ..... . ... ........... ..... ..... .. .. ....... .... .

F g r 4..........

........



HOLDING POND SAMPLE TEST 3

Count
250,000

200,000.............

150,000.......... .

0. . . . . . .
P late......... ....

.......E..D..
Tost~~lO-4,. .05 .... .08iuin all.ha
l... ..han...0..co...n..e..

Figure 5....
...3-......1.



2. CUP BURNER

The average flow rate of air during the first test of

this experiment was twenty milliliter per second and the average

flow rate of the agent (Halon 1211) was two milliliters per

second. In the second test of the experiment the average flow

rate of air was sixty-eight milliliters per second and the

average flow rate of Halon 1211 was one milliliter per second.

In these two test the equation used to calculate the percent

concentration was:

% concentration = Vagent / (Vagent + Vair) x 100

so the average percent concentration in test one was nine percent

and in test two it was one percent.

E. CONCLUSIONS

1. MICROBIOLOGY

In the three serial dilution and plating test it was

concluded that the fire training facility holding pond was

biologically active and environmentally safe. It is also the

conclusion that in order to solidify the analysis made here, many

more tests must be performed.

2. CUP BURNER

The conclusion made from this cup burner experiment was

that the optimum flow rate of air for putting out a flame is 27

mL/second. The optimum flow rate of halon for putting out a

flame is 1 mL/second. This is also bound with the conclusion

that further testing is required.
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AN OBSERVATION OF PLUVIATION IN
PREPARATION FOR DYNAMIC EXPERIMENTATION

Mark W. Giles

Abstract

Thý- aiterina oi +a'linq sand columns into a uniform foogy mist wis
onserved. To DluviateDarticles of sand were released in a controlled . all.

cý .... rainino". throMoP) the air into a sample bucket. Tre desired outcome oi
oluviaton was the oreoaration of dense samoles such that they are
su('4-cientlv level. and there is no neeo -,D rearrance -,ne surface soi.-
..;rticies. The individual sand particles were zý:ted on tv a aii-t:.ser tsieve
svsteml that transiormed the -falling Fano jets into a. noaoaeneous rain o-

sand.
Friuvi-.ion orevares tme soil s ami r-1-4-or exoerimentation. Another

observeo research invclveo tne ei~eci o-i soi-2 mois-ure on stress wa..e
transmission and soil structure interaction.
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AN OBSERVATION OF PLUVIATION IN
FREPARATION FOR DYNAMIC EXPERIMENTATION

Mark W. Giles

The +c'-• o+ controlled croooina o+ sand 5articips tnrovuhr.he air is a

simulation of the sedimentation orocess. ReorGaucing the homogeneous

examoles trial after trial was a major goal.

,luviation aenerally includes droppina sand 4rom z controlled height

into z. caiin-ated sample container. Excess soil can be trimmed ofi with a

samoie coila.. The soil surface is leveieo at a oreceterminsa heiglt to

acQUire an example of an accurately mnown volume.

The height of pluviation was not critical. A goal of this research was

the reoroaoc-ion of dense soil samples that needed no surface trimming or

levelina after the sand raining was completed.

A number of diffe-ent kinds of sand rainers were used, but the form of

pluviation was basicaliv the same. The major comoonents of a sand rainer are

a sand bin tc hold the soil in the samole 4ormation: a -erfora-.ed plate and

shutter to star- ana stoo the sanc columns failing from tne bin area: a

iffiuser. cr sieve system. to change the falling sand jets into a uniform

rain: ano cilibrateo i Le container to ccilect tne ne iavouy o-; sand.

Otoer c.ssible varianles in a oiuviation system -,ave oreviouslv been

stuciEd `.c cetermine their effect on the t-inai soil samoie. Among those

additional vc-.iables wera the size, spacing. kne number of :ioles in the

-.er-orated c.t.. the size :nd arranoement ot t+he s-eve ooeninos, the height

oft - ah i .no -n vie stor-- n.in. anu the comoli:ati:-. o• a mIvi , di±2a ser.
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The tecnnique o+ pluviation. as described above, was used in preparing

the soil for dynamic experimentation. The dynamic exoeriments I observed

were tia~st-inducea stress transm1issions in oiirtiallv saiuratec sands i-or tne

:ŽLtrtoase K'- t.c *'na p s~i- ;ý soil struct:-ir4FSt.G I i9na wiis p iacea knra

comcact" e . moi-::ure u ti -e,,=is. wnicn. vcqrisý DeCT aWeen zerc: ana .

certcent. Tihe at-V uni-t weicnt of tne comoactea soi:1 Was 1'X. Daufl.15i'cufi'

foot. Thl-e tests involvec trne aetona'tion o-f eior~osives containec in the sana.

ACCeleraticr-fime historie5 were rnea~surea wi I i- R::elerometer'3. and

stres.-tiffe -iustories were iieasurpe- witl -oili stress ca,.taes. ý,ub-scaUe

strUCtUrPS t:ivSatUratea 5sfld Di:-ced in % cent r7 ¶u-ae were 1.sed a

study týne so:.i-structure stress transmnissions.
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PHOTO DISSOCIATION OF NO2 IN VARIOUS MEDIA AT PPM LEVELS

ABSTRACT

The dissociation rate constants and the ultraviolet radiation intensities in a small

simulation chamber were determined for nitrogen dioxide (NO2) dissociation in synthetic

air, nitrogen, helium, and argon air media. The ultraviolet radiation intensities in the

simulation chamber were determined by using the decay data for NO2. The dissociation

rate constant, KI, for NO2 was 4.86 ± x 10-3 sec. in nitrogen. The calculated ultraviolet

intensities were: 6.39 ± .027 x 106 quanta cm-2 sec-' in synthetic air, 5.73 ± 1.9 x 1015

quanta cm-2 sec-' in nitrogen, 2.62 ± .581 x 2.62 ± .581 x 1015 quanta cm-2 sec-' for

helium, and 3.513 ± .764 x 1015 quanta cm-2 sec-' in argon. It was observed that the

decay of NO2 in synthetic air was non-linear, while the decay of NO2 in argon, helium

and nitrogen were fairly linear at NO2 cor•, -ntrations lower than one ppm. At higher

concentrations of NO2 the decay was oL . to be non-linear. At lower

concentrations of NO2 in synthetic air, the concentration of NO2 was observed to increase

with each increase in irradiation time; this behavior was attributed to the rapid combination

of NO with excess oxygen to form NO2 as below.

K1

NO2 v NO + O (3p)
K-1
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INTRODUCTION

As nitrogen dioxide is released into the atmosphere from various industrial processes, it

combines with trace chemicals already existing in the atmosphere such as hydroxyl

radicals, oxygen, hydrocarbons, and ozone. Some of the resulting products include

compounds such as peroxyacylnitrate. In addition to the formation of these pollutants,

high concentrations of NO2 hinder the ability of plants to absorb carbon dioxide required to

carry out photosynthesis [ 1]. In order to gain a full understanding of the reaction

mechanisms of NO2 with organic compounds and trace chemicals in the atmosphere, the

interaction of NO2 with these chemicals must be researched. There are many applications

for the information gained from NO 2 Photo-dissociation. One of these applications which

is important to scientists is the use of NO2 as a gas phase actinometer. This is

especially important to those scientists who are concerned with atmospheric simulation and

air pollution; since NO2 is the light absorber associated with this problem where the desired

wavelength region for NO2 is 300-450 nm.

Nitrogen dioxide usually dissociates into the products of NO and O(3p). But as the

[O(3p)] increases in the presence of traces of oxygen, a number of cyclic reactions begin to

occur-as in ordinary air. As a result of these cyclic reactions, the decay of NO2 is never

linear .The dissociation of NO2 can also be used as a means of determining the radiation

intensity in a simulation chamber and to calculate the amount of energy absorbed. The goal

of this research was to meet this last use of NO2 , ie, the use of NO2 as an actinometric

source.

EXPERIMENT

The experiment was begun by ffllhig a Teflon bag with 150 liters of argon, synthetic air, helium, or

nitrogen(N 2). While the bag was being inflated, a known quantity of NO 2 was injected into the bag.
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Once the bag was full, it was placed inside a small simulation chamber which consisted of an aluminum

housing, six black lights, four white lights, an exhaust fan, circulation vents, and a Teflon tube leading

from the chamber to the Monitor Labs Nitrogen Oxides Analyzer

model 8841. The Nitrogen Oxides Analyzer was turned on and the room temperature and chamber

temperature were recorded. The Nitrogen Oxides Analyzer obtains a reading of the [NOx] and [NO]

from the Teflon bag. Since the Nitrogen Oxides Analyzer only measures [NOx] and [NO], the equation

NO2 + NO = NOx was used to determine the [NO 2]. Since the initial [NO2] was less than five ppm, it

was not necessary to make any corrections for the presence of N20 4 which exists at equilibrium with

NO2. The measurements were recorded as the Nitrogen Oxides Analyzer read the [NOx] and [NO] in the

air. The Teflon bag was then irradiated for 30 seconds. After irradiation, the chamber temperature and

room temperature were recorded as the bag was left alone for one minute. After one minute, the Nitrogen

Oxides Analyzer measured the [NOx] and [NO]; after three minutes of stabilization, a reading was then

taken. These steps were repeated for 60 seconds, 90 seconds, 120 seconds, 150 seconds, and 180

seconds for argon and helium. When using synthetic air, the irradiation times were 30 seconds, 45

seconds, 60 seconds, 75 seconds, 90 seconds, 105 seconds, 120 seconds, 135 seconds, 150 seconds,

165 seconds, and 180 seconds. When using N2, the irradiation times were 30 seconds, 45 seconds, 60

seconds, 75 seconds, 90 seconds, 105 seconds, 120 seconds, 135 seconds, 150 seconds, 165 seconds,

180 seconds, 195 seconds, 210 seconds, and 225 seconds.

RESULTS AND DISCUSSION

The UV light region of interest is 300 to 450 nm. The formula used to calculate light

intensity for N0 2 dissociation in nitrogen is [2]:
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12= 0.67 d(lnfNO21Vdt

Qk

where Q, quantum yield, = 2.1 and k = 5.21 x 10-19 cm 2 molecule -1 and 12 is the light

intensity in quanta cm-2 secd-. The light intensity of NO2 dissociation in nitrogen was

found to be 2.15 x 1016 ± quanta cm-2 sec-1. The formula used to determine the

dissociation rate constant, KI, of NO2 in Nitrogen is[3]:

Kl= 1/ 2T[(I+R1 -R2)ln[NO2]J [NO2]f+R2([NO2]o/NO2]f- 1)]

where T = final irradiation time minus initial irradiation time, R1 = 3.26 x 10-7 ppm- 2

min-', and R2 = .52 ppm- 2 min-'. Typical plots of NO2 dissociation in nitrogen are shown

in Figures I through 3 at various concentrations.

Data from "N02 Dissociation Data"
y = 2.4173 - 2.6716e-2x + 1.5057e-4xA2 - 3.1440e-7xA3 RA2 = 0.985

3.

2
C

0

A
z U NO2-Nitrogen

0
z1

0
0 100 200 300

Ir-Time sec
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Data from "N02 Dissociation Data"
y = 2.4789 - 1.7667e-2x + 6.8942e.5xA2 - 1.4763e-7xA3 RA2 = 0.999

3-

2-
C

z N02-Nitrogen

z1

0 •
0 100 200

Ir-Time see.
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Data from "N02 Dissociation Data"
y = 2.1557 - 1.89709-2x + 7.8432e-5xA2 - 1.2536e-7xA3 RA2 = 0.996

3-

2

0

z No2-Nitrogen
A

z

0

0 100 200

Ir-Time sec.

The light intensity for NO2 dissociation in argon also uses equation 1 above. But, the

coefficient must be changed from 0.67 to 0.63. Based on this equation, 12 = 4.62 x 1015

quanta cm- 2 sec-1. See figures 4-6 for typical plots.
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Data from "N02 Dissociation Data"
y = 0.43100 - 7.7619e-4x RA2 = 0.983

0.5'

0.4

C4 I N02-AR
0
z

0.3

0.2
0 100 200 300

IR-Time Sec
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Data from "N02 Dissociation Data"
y = 1.3746 - 9.4169e-3x + 1.3810e-5xA2 + 1.0700e-7xA3 RA2 = 0.994

1.2

1.1

1.0

0.9. U N02-AR
0
z

0.8 U

0.7

0.6 ; , , ,
20 40 60 80 100 120 140

IRR-Time sec
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Data from "N02 Dissociation Data"
y = 1.8889 - 1,6672e-2x + 5.6579e-5xA2 - 5.8174e-8XA3 RA2 = 1.000

2-

AU N02-AR0
z

0

0 100 200 300

Ir-Time see

In order to determine the light intensity in the chamber based on NO2 dissociation in

synthetic air, the equation[ 2]

12 =Kia[NO 212[02]/QK[NO 2]

must be used. The light intensity in the chamber based on N02 dissociation in synthetic air
was

calculated to be 6.38 x 106 quanta cm- 2 sec-I. At low NO2 concentrations, as in figures 7 and
8,

the NO and O(3p) react to produce NO2. At high NO 2 concentrations, as in figures 9 and 10,
NO 2
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dissociates steadily until it reaches a low concentration. Once the NO 2 has reached a low

concentration, the reaction will reverse and more NO2 will be produced.

Data from "NO2 Dissociation Data"
y = 2.1390 - 1.6999e-2x + 9.3938e-5x^2 - 1.2950e-7xA3 RA2 = 0.912

2.2

2.0

1.8

* 1.6OfI NO2-Air
0
z

1.4-

1.2

1.0
0 100 200

Ir-Tim* see
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Data from "N02 Dissociation Data"
y = 2.1759 - 8.1270e-3x - 2.3051e-5xA2 + 2.0237e-7xA3 RA2 = 0.967

2.2

11 
M

2.0-

1.8-

, 1.6-
U4 a N02-Air

0
z

1.4-

1.2-

1.01
0 100 200

Ir-Time sec
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Data from "N02 Dissociation Data"
y = 0.71820 + 5.4619e-4x + 8.6846e-6xA2 - 2.2965e-8xA3 RA2 = 0.791

1.0

zU

m

U

0.9 8

00.7z

0.8 •

0 100 200

Ir-Time see
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Data from "N02 Dissociation Data"
y = 0.45768 + 3.39409-3x + 1.8106e-5xA2 - 1.3805e-7xA3 RA2 : 0.935

1.0-

0.9-

0.8

* 0.7 a N02-Air

0
z

0.6

0.5-

0.4 •,

0 100 200

Ir-Tlme sec

When solving for the light intensity of NO2 dissociation in helium, the coefficient must be

changed to 0.76. The calculated light intensity was 2.62 ± .581 x 1015 quanta cm-2 sec-1. It

was observed that at low [NO2], as in figures 11 and 12, the decay curves were more linear

than the decay curves of figures 13 and 14 at higher [NO2]. See figures 11-14 for typical

plots.
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Data from "N02 Dissociation Datae
Y= 1.9101 -5.28810-3x RA2 =0.991
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S 1.4 UN02-Helium
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Data from "N02 Dissociation Data"
y : 1.0441 - 2.1752e-3x RA2 = 0.991

1.20

1.10

E 1.00
_2

U0.90- N02-Helium

0
z

0.80-

0.70-

0.60"

0 100 200

Ir-Time sec.
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Data from "N02 Dissociation Data"
y = 2.1673 - 1.2178e-2x + 3.5575e-5xA2 RA2 = 0.973

2.0

1.8-

E 1.6-

* n

U N02-Helium
C4A
0 1.4
z
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1.0
0 100 200

Ir-Timo sec.
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Data from "N02 Dissociation Data"
y = 2.1507 - 9.8622e-3x + 3.6393e-5xA2 - 5.1097e-8xA3 RA2 = 0.994

2.4-

2.2

E 2.0

=: 1.8 U N02-Helium

0
1.6

1.4

1.2
0 100 200

Ir-Time see.
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CONCLUSIONS

It was observed that the rate of NO2 dissociation was dependent upon the concentration

of NO 2 as well as the media it was involved with. At lower concentrations, the decay of

NO2 in helium, argon, and nitrogen were somewhat linear. But, the decay of NO2 in these

media at higher concentrations were not linear, and the decay of NO2 in synthetic air at any

concentration was not linear. As NO2 dissociates, it collides with the oxygen molecules in

the media which causes a cyclic reaction to occur and produce more NO 2. In noble gases

such as argon and helium, these third-body collisions do not occur, therefore the decay

curves were linear and the reaction was not reversed. When lower concentrations of NO2

were irradiated in synthetic air, the reverse reaction was greater than the initial reaction. As

a result, NO2 was produced rather than being dissociated. When higher concentrations of

NO2 were irradiated in synthetic air, the rate of the forward reaction was greater than that of

the reverse reaction, therefore, NO2 dissociated at a steady pace until it reached lower

concentrations, then it began to react with the excess oxygen which then produced NO2.

15-19



REFERENCES

1. Washida, Nobuaki; Inoue, Gen; Akimoto, Hajime; and Oluda, Michio. Potential of
Hydrocarbons for Photochemical Conversion of NO to NO2. Bulletin of the
Chemical Society of Japan, Vol. 51 (8). (1978). p. 2215-2221.

2. Stephens, E.R. Adv. in Environ. Sci. Technology. Vol. 1. (1969).

3. Holmes, John R.; O'Brien, Robert J.; Crabtree, James H.; Hecht, Thomas A.; and
Seinfeld, John H. Measurement of Ultraviolet Radiation Intensity in
Photochemical Smog Studies. Environmental Science & Technology. Vol.7, No.
6, June 1973. p. 519

4. Norrish, R. G. J (1929). p. 1158.

15-20



SOLAR DETOXIFICATION OF
CONTAMINATED GROUNDWATER

Eric W. Haseltine

Final Report for:
Summer Research Program

Tyndall Laboratory

Sponsored by:
Air Force Civil Engineering Support Agency

Tyndall Air Force Base, Panama City, Florida

August 1992

16-1



SOLAR DETOXIFICATION OF
CONTAMINATED GROUNDWATER

Eric W. Haseltine

The one sun method of solar detoxification uses a

photocatalytic process to destroy organic compounds in water.

The catalyst used is Titanium Dioxide (TiO2). It is an

extremely fine, white powder. The TiO is suspended in

contaminated water in a colloidal suspension. Hydrogen

Peroxide is added and the pH Is adjusted to slightly acidic

(4-6). This mixture is pumped through transparent tubes at a

rate of 0.5 L/min. The ultraviolet radiation in sunlight

provokes the catalyst into destroying the organics.
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SOLAR DETOXIFICATION OF

CONTAMINATED GROUNDWATER

Eric W. Haseltine

Introduction

The first series of tests of the solar detoxification of

groundwater began at the Lawrence Livermore National

Laboratory. These tests were with a parabolic reflector

focused on a UV transparent tube with contaminated

groundwater running through it. This method was extremely

effective on TCE (Trichloroethylene) compounds, but, as

stated in publication NREL/TP-250-4676, 01/92 ("Solar Energy

versus Hazardous Waste: The First Round Goes To Solar," Jan.

1992.), it was also much more expensive than current

groundwater remediation technologies. The tests revealed,

however, that a one-sun method could be both more efficient

and much cheaper. The next series of tests began in the

summer of 1992 using a one-sun reactor at Tyndall Air Force

Base, Florida. These tests were conducted by a Joint effort

between the U.S. Air Force and the University of Florida at

Gainesville's College of Engineering. This round of testing

was projected to be only slightly more expensive than

existing treatment technologies.

The aims of this summers research is to eventually bring

the one-sun method down below existing technologies in cost,

and to provide a real-life test to determine the techno]ogy's

effectiveness on petroleum based products, specifically BTEX

(Benzene, Toluene, Ethylbenzene, m/p-Xylene and O-Xylene).
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Methodology

The basic process of solar detoxification is a simple

process (see fig. 1, pp. 16-7). Contaminated groundwater

is pumped from a well, through a 5 micron filter and to a 125

gallon holding tank on an equipment skid. When the tank is

full, the catalyst, Titanium Dioxide (TiO2 ), Hydrogen

Peroxide and acid are added in the desired quantities. These

tests were attempted with both a 0.05 wt. % and a 0.1 wt. %

concentration of T1O2 , and a varying pH of from four to six.

The levels finally decided on for our tests were: a 0.1 wt. %

solution of TiO2 , and a 100 ppm concentration of Hydrogen

Peroxide with a pH of 5. This solution is recirculated

around the skid to ensure a thorough mix of all additives.

At approximately one and a half hours before solar noon, the

liquid is sent to the reactors. The reactors are simply sets

of UV transparent tubes. The tubes are used to capture the

maximum direct and indirect UV light. The fluid is

circulated through the reactors for three hours at a flow of

approximately 0.5 L/min, with a sample taken every thirty

minutes. The now manageably clean water is sent to the sewer

and sample analysis can begin.

Analytical Methods and 2 g

Two methods of analysis were used on this project.

Tests were done to check the levels of BTEX (Benzene,

Toluene, Ethylbenzene, m/p-Xylene and o-Xylene), and levels

of TiO2 and color in treated groundwater.
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Two methods of analyzing BTEX were tried. A Gas

Chromatograph/Mass Spectrometer, with an auto sampler using

solid phase extraction technique was tried in the hopes of

saving time. Unfortunately, results of these tests had too

large a margin of error at the concentration required for our

project. The method finally decided upon was a Purge and

Trap Gas Chromatograph. The method is slow, requiring six to

seven hours a day to process seven samples, but was much more

reliable. Figure 2 on pp. 16-8 provides a graph of a sample

test showing concentrations of Benzene, Toluene,

Ethylbenzene, m/p-Xylene and o-Xylene, at thirty minute time

intervals.

As was stated earlier, the amount of TiO2 in the reactor

is required to be at a certain level, usually 0.1 wt. %. A

reliable method of measurement was not available at the site

itself to weigh the catalyst, so a certain amount of

guesswork was needed. A Photo Spectrometer was used to

determine if the correct amount of TiO2 was being measured.

To do this, a calibration curve of the Absorbance of

different concentrations of TiO2 was prepared. A sample from

each test could then be measured for Absorbance and compared

to that curve to see the actual wt. % of TiO2 in the test

water. Later in the test series, a battery of catalyst reuse

tests were performed. The photo spectrometer provided a way

of determining if the catalyst was being destroyed or

physically or chemically altered. Though Tit~aium Dioxide is
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relatively inexpensive, the reuse of the catalyst could

significantly reduce the per gallon cost of cleanup.

The preliminary results of the solar detoxification of

groundwater appears to be very promising. The destruction of

targeted compounds averaged about seventy percent. It is

believed that the rate of destruction can be further

optimized after a thorough analysis of all the results has

been completed, and appropriate changes have been made to the

treatment procedures. At the time this report was written,

no information had yet been calculated as to the cost per

gallon to treat the contaminated water.
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DESCRIPTION OF WEATHER STATION
AND ITS DATALOGGING PROGRAM

Robert L. Kuhn
Student

Rutherford High School

Abstract

The laboratory at which I was working needed a weather station to monitor

not only the weather in the immediate area, but temperature inside several bins

of sand. A weather station was ordered, and it contained the following items:

a tripod, a wind direction and speed indicator, a barometric pressure sensor, a

rain gauge, a temperature and relative humidity sensor, a battery, a solar panel,

a datataker and its datalogging program, and a weather proof cabinet. The

weather station was assembled on and around a shelter in which the bins were

stored. The wind speed, and direction sensors did not work properly, but we

assembled them for future use. The datalogging program was used once a link with

the datataker had been established. The program was used to convert and store

the data from the datataker.
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DESCRIPTION OF WEATHER STATION
AND ITS DATALOGGING PROGRAM

Robert Kuhn

INTRODUCTION

One of the projects at the laboratory was in need of accurate and constant

monitoring of the weather conditions in the immediate area, as well as

temperature inside several bins of sand. This could best be accomplished by

setting a weather station up around the project that needed to be monitored, and

sending the information directly into a computer in the laboratory. The

laboratory ordered a weather station from Earth and Atmospheric Sciences

Incorporated (EASI). The weather station included the following: a tripod, a

wind direction and speed indicator, a barometric pressure sensor, a rain gauge,

a temperature and relative humidity sensor, a battery, a solar panel, a datataker

and its datalogging program, and a weather proof cabinet.

WEATHER STATION

The weather station, consisting of the components listed above in the

introduction, was to be set up to monitor thetemperature inside bins filled with

sand, and the weather conditions the bins were exposed to. The bins themselves

were stored within an area that was contained within four walls, but no roof.
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There was a roof set up above the bins to prevent any rain from getting into

them. The tripod that was provided with the weather station was too tall to be

placed under the roof. Therefore some of the components were attached to the

roof instead of to the tripod.

The rain gauge would not be needed because the bins were under the roof, and

therefore the rain was prevented form entering the bins. The solar panel, which

was to be used to charge the battery, was mounted on the edge of the roof so that

it was parallel to the ground. The weather proof cabinet was mounted to one of

the supports that held the roof up, so that the sensors could be connected to the

datataker and battery inside. The relative humidity and temperature sensors were

mounted on the tripod, which was then attached to the roof so that it could not

be tipped over. The barometric pressure sensor was not encased in a weather

proof housing, therefore we had to mount it inside the weather proof cabinet,

along with the datataker and the battery, and tubing was run from the sensor

through a hole in the cabinet so that it would be able to determine the

barometric pressure. We were unable to get the wind speed, and direction sensors

working properly. The instructions for these were not very clear, and after

support from the company the instruments themselves did not work properly.

After all of the instruments were mounted were they were needed they were

wired to the datataker, and to the battery were needed. The datataker also had

extra channels so that we could make our own temperature probes to be placed in

the bins. To do this we used thermalcouple wire to make the actual sensors. The

datataker itself recognized several types of thermalcouples, therefore we did not

have to set up any conversions. After we had the sensors made we took wooden
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dowels, and drilled holes in them so that the sensors could be shoved down into

the sand. The probes were then also wired to the datataker.

The datataker itself could store the data collected for only a limited

time, after that it had to be transferred to the computer. In order for the

computer to get the information from the datataker, we had to connect it with the

computer inside. We discovered that there was pipe running from the area where

the station was set up into the laboratory. This pipe was not, and had not been,

being used. Therefore we decided to run the cable through this pipe into the

laboratory. The pipe however had quite a few ninety degree turns in it, and we

had to disconnect it at most of these turns in order to fish the cable through.

Once we had the weather station and the computer connected we could begin to

start collecting our weather data.

DATALOGGING PROGRAM

The program that we recieved with the weather station was from Science /

Electronics. We connected the datataker to a personal computer using a serial

cable. It was connected to a serial port on both the datataker, and the

computer. This was the means by which the information was sent and recieved.

The dattalogging program was set up with a split screen, with the bottom part set

up for commands to be sent to the datataker, and the top part for responses from

the datataker. The datataker only takes commands that are in capital letter,

except in the parentheses. This could allow comments to be made in lower case,

and these would not interfere with the datataker. In order for the datataker to
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begin to take the weather data it had to be told which sensors to take from. The

data from the datataker must then be converted into the form that you want.

The datataker reads the information from the channels in either miliamps,

volts, or ohms. In order to get the readings that we wanted, pressure, humidity

etc. we had to tell it how to convert each of the readings. For instance the

manual told us that the barometric pressure sensor would send signals of four to

twenty miliamps, and this corresponds to 0 to 1100 milibars. In order to see the

readout in milibars from channel one, we would type the following lines:

S2-0,1100,4,20"% RH"

31 (S2, "Atm. Pressure")

Those lines would take the data from channel one only one time, however you could

tell the datataker to take data from however many different channels you wanted

at intervals of twenty minutes, or every hour, or however often you wanted to

take it. This could be done by setting up different schedules. For instance if

you wanted to set up a schedule to read the barometric pressure from channel one

every 10 minutes you would type the following lines into the computer:

BEGIN

S2-0,1100,4,20,"% RH"

RAIOM

21 (S2, "Atm. Pressure")

END

GA

The last command (GA) is used to start the sequence.
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The datataker was set up to take data from the barometric pressure sensor,

the temperature and relative humidity sensors, as well as six extra temperature

probes, which were placed in six different bins. The data was collected every

twenty minutes, and the datataker could store data for approximately one week

before its contents had to transfered to the computer. The following is the

exact program that we sent to the datataker followed by a typical set of output

that we recieved:

INPUT

BEGIN

S2-0,100,4,20,"% RH"

S3-0,1100,4,20,"mbars"

RA20M

IYS04 ("Atm. Temp.")

21 (S2,"Atm. Humidity")

31 (S3,"Atm. Pressure")

5-TK ("Console Temp.")

8-TK ("Temp. Bin One")

8+TK ("Temp. Bin Two")

5*TK ("Temp. Bin Three")

5+TK ("Temp. Bin Four")

7-TJ ("Temp. Bin Five")

7+TJ ("Temp. Bin Six")

D

T
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END

LOGON

GA

TYPICAL OUTPUT

Atm. Temp. 26.9 Deg C

Atm. Humidity 90.606 % RH

Atm. Pressure 1046.2 mbars

Console Temp. 27.0 Deg C

Temp. Bin One 27.1 Deg C

Temp. Bin Tvo 27.2 Deg C

Temp. Bin Three 27.2 Deg C

Temp. Bin Four 27.1 Deg C

Temp. Bin Five 27.3 Deg C

Temp. Bin Six 27.2 Deg C

Date 01/23/1992

Time 12:30:25
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The following table show where the instruments were connected to the

datataker, what the output was, and the range of the output.

Sensor Output Range Channel

Atm. Temp Deg. C 1 - 200 Deg C I

Atm. Humidity miliamps 4 - 20 miliamps 2
(0 - 1100 mbars)

Atm. Pressure miliamps 4 - 20 miliamps 3
(0 1100 mbars)

Console Temp. Deg. C -200 - 1250 Deg. C 5-

Temp. Bin 1 Deg. C -200 - 1250 Deg. C 8-

Temp. Bin 2 Deg. C -200 - 1250 Deg. C 8+

Temp. Bin 3 Deg. C -200 - 1250 Deg. C 5*

Temp. Bin 4 Deg. C -200 - 1250 Deg. C 5+

Temp. Bin 5 Deg. C -200 - 750 Deg. C 7-

Temp. Bin 6 Deg. C -200 - 750 Deg. C 7+
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COMPUTER PROGRAMS AND PROJECT OPERATIONS

Jefferey R. Strickland
Summer Student

Mosley High School

Abstract

In a research environment the need for an efficient office

computer and machine operator is unprecedented. During the

course of the eight week summer program a variety of graphics

programs and a program written in basic for the Long Range Agent

Delivery System (LRADS)--a system specializing in the fire

extinguishment for potential explosive fires at a safe long

range distance--were covered. This LRADS computer basic was

analyzed preparing it for any possible improvements.

Project operations was learned through the establishment

of project files, background research, and producing slides for

briefings.
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Project Table of Contents

1. Analysis of Software for Long Range Agent Delivery

System.

This is an analysis of the LRADS computer software

in detailed form. Its purpose is to shorten,

improve, and provide an explanation for commands to

quicken response time and improve accuracy of the

software.

2. Learning Graphics Programs

The use of graphics program for making slides and

charts and drawings is a basic necessity. Harvard

Graphics 3.0 and Freelance were used for creating

graphs, preparations for briefings, and project

files. Their operations were learned and applied

to the production of output.

3. Halon Replacement Program

The use of halons and CFCs is possibly a major cause

of ozone depletion in the present and near future.

Replacements for the firefighting agents Halon 1211

and 1301 are necessary. The research, organization,

and completion of project files were necessary to

the programs procedure.
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COMPUTER PROGRAMS AND PROJECT OPERATIONS

Jefferey R. Strickland

Analysis of Software for Long Range Agent Delivery System

In years past the importance of the effective delivery

of fire suppressants to a distant target has long been

recognized. A long range delivery system is needed to combat

firefighting situation where munitions and volatiles decrease

the ability to safely extinguish a fire. The Long Range Agent

Delivery System's Computer Software, developed by RACF (See

reference 1), is written in HP Basic equipped with a GPIB

(IEEE488) interface. The HP Basic programming concept was

understood by reviewing and programming in a similar language

HT Basic. When programming of HT Basic was fully understood

the analysis of the software for the operation of the LRADS

began.

The program was broken down from the main program into

individual subprograms to better understand the path of the

program. Each individual command from this point is displayed

in a diagram to follow the program as it progresses. This

diagram will be simplified into a flow chart using Freelance,

then used to compress the program and improve it for accuracy.

This analysis will show possible alternate commands and routes

for the program which should enable it to work at greater
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speeds and with a greater rate of accuracy. The program in its

entirety was laid out in a diagram form showing step by step

how the program proceeded through individual commands,

subprograms, subexits, and subends. It was found that the

program is not yet completed from the revisions made by the

previous High School Apprentice, Thor Johnson. The subprogram

Nter contains only a prototype of its subprograms Sve, Disc and

Edt. Through this analysis the full completion and improvement

of the LRADS software will be executed, thus improving the

performance of the LRADS as a whole.

The program used at present can predict an estimate of the

range of many shots within 2 to 3 percent. The program

requires inputs of elevation, barometric pressure, and other

constants before this level of accuracy is met. The GPIB

interface is a standard operating configuration that was

adopted by the Institute of Electrical and Electronical

Engineers (IEEE) in 1974. The standard operating rate is 19.2K

bytes per second: however, using special configuration

techniques, baud rates of 190K bytes per second can be

achieved. Each device on the bus interface has an address as

well as the bus itself.

The following pages contain the compressed version of the

LRADS computer program (See reference 2), in flow chart form

and a computer color scanned picture of the LRADS. (Fig. 1 and

Fig. 2)
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Learning Graphics Programs

The two major graphics programs dealt with this summer

session were Harvard Graphics 3.0 and Freelance Plus. These

are programs specialized for business graphs, drawings, and

charts. Slides for briefings are sometimes prepared with one

of these graphics programs. (See references 1 and 2.)

Harvard Graphics 3.0 automatically chooses the size and

layout of both text and graphics, freeing the user from making

decisions about their appearance. Although Harvard Graphics

creates each type of chart for its optimal appearance and

impact, the user can add visual enhancements and change the

layout of the charts to suit your special needs. Unique charts

of a different design can be created through the built-in

drawing package.

Freelance Plus gives you a built in composition capability

which produces professional-looking charts easily. When you

need precise control over the elements of a chart or drawing, a

full set of style choices and editing tools to fine-tune your

work are available.

All these graphics programs and applications were preformed

on a 386, 20 mhz Unisys microprocessor. The printer from which

output is received is a WANG Model LDP8 Laser Printer.

Figures 2 and 3, on the next two pages contain products

produced with Harvard Graphics and Freelance. (See references

2 and 3.)
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HALON REPLACEMENT PROGRAM
VOL. 11 TECHNICAL

GLOBAL TECHNOLOGY TRANSFER

AND BENEFICIAL

ENVIRONMENTAL IMPACT

HALON 1301

AIRFORCE CIVIL ENGINEERING
TYNDALL AIR FORCE BASE, FLORIDA

JEI 3TTL

Fig. 4
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Halon Replacement Program

Chlorofluorocarbons (CFCs) are a family of different

products, each with a unique set of properties designed to meet

important market needs. Recently, Halon 1211, Halon 1301, and

chlorofluorocarbon emissions have been linked by the world

Meteorological Organization, the National Aeronautics and Space

Administration, and other experts to possible future depletion

of the stratospheric ozone layer that protects the earth and

its inhabitants from damaging ultraviolet radiation. Halon

1211 and Halon 1301 are used principally as fire extinguishing

agents. The halons have excellent flame-extinguishing

properties which the Air Force prefers for the protection of

aircraft, computer centers, and communication systems. The

potential threat to the ozone layer has been considered so

serious that on September 16, 1987 a protocol was signed in

Montreal, Canada to limit the production and consumption of

CFCs and halons. The Montreal Protocol of 1987 and The Clean

Air Act of 1990 initiated the RACF Halon Replacement Program.

Two project files were established which contained

background and technical information on Halon 1211, Halon 1301,

CFCs and their effects. Information on The Montreal Protocol

and The Clean Air Act of 1990 was also included in the files.

The first project file, Halon Replacement Program Volume 1,
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consisted primarily of information consisting of many different

technical papers written by a variety of authors. A group of

paper consisting around 75 papers containing information

varying from CFCs effect on the ozone layer to possible

replacement. There are two separate files containing

information on The Clean Air Act of 1990 as well as The

Montreal Protocol. There is a copy of a Department of Defense

Directive on specifically CFCs and Halons. Many of the

official documents containing information on the depletion of

the ozone layer by Halons and CFCs and the requirements of

countries and international agreements on these chemicals were

included.

The second project file, Halon Replacement Volume 2

Technical, is a combination of technical papers containing

technical characteristics of the agents, tests being conducted

and specific research accomplished. Through research and

testing conducted RACF has narrowed down the replacement of

Halon 1211 to one candidate and now has six candidates for

Halon 1301.

A series of graphs were made using Harvard Graphics 3.0

regarding Halon 1211 Emmissions by the U.S. The following

pages are examples of the graphs done for this purpose. (Fig.

5 and 6)
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REFERENCES

1. Long Range Agent Delivery System Software

This software was developed by RACF for the operation of

the LRADS system. It was programmed in HP basic and consists

of over 3000 lines.

2. Harvard Graphics 3.0

The Harvard Graphics program is a product of Software

Publishing Corporation. The program provides a drawing as well

as a pre-programmed chart guideline allowing a variety of

options. Copyright June 1991.

3. Freelance Plus

The Freelance Graphics program is a product of Lotus

Development Corporation. This program provides an exellent

drawing portion containing editing various tools allowing a

very proffesional looking product. Copyright 1989.
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ROBOTIC EXCAVATION:
LUNAR AND EARTH BASED

Michael S. Strickland
A. Crawford Momley High School

Abstract

The use of automated construction equipment in hazardous environments, such

as, the repair of bombed runway, and working in the harsh lunar environments has

been the focus of this study. The equipment used has been a John Deers 690c

Excavator, which was modified for remote and automated use. In this time, the

vehicle has gone from tethered and remotely controlled, to radio linked and

partially automated. The research done on this vehicle is to be applied to Rapid

Runway Repair (RRR) excavator which is soon to be delivered. In the long run,

the research will also be applied to the making of lunar construction equipment

to be used in the construction of a lunar base.
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ROBOTIC EXCAVATION:
LUNAR AND EARTH BASED

Michael S. Strickland

INTRODUCTION

Many years man had dreamed about landing on the Moon, and so in 1969 he

finally did. Now, though, man dreams of living on the Moon. But how? To live

there man must first learn to build there, and he cannot do that alone.

Astronauts in bulky spacesuits would take years to build a single establishment.

In consequence, he turns to his sciences and comes forth with robotic

construction equipment. Though slower, these robots can work twenty-four hours

a day a in almost all conditions. On the other hand, astronauts can only work

for short periods of time and only when the conditions are right; for instance,

not during solar flares or the points of extremely temperature. During these

present times, man is quickly turning to robotics to do today's work in harsh and

hazardous environments. The number of environments this is adaptable to are many

and they range from space construction, to help with radioactive contaminants.

This study, though, took a look a two of these environments, specifically: Rapid

Runway Repair (RRR), and lunar construction. The piece of equipment that was

studied for these environments was an excavator.

The excavator used during this study was a John Deere 690c Excavator, shown

in figure 1. The excavator has a trailer on which to carry tools and a quick

disconnect hitch for changing them. The vehicle has been modified so that it can

be remotely controlled, and was originally tethered. Now though, it has been

altered to include a radio link, so that there is not a tether to get in the way.

Using the hardware that had been added, the vehicle has been program for partial

automation. For example, the digging technique and some navigation. There are

many applications just for this vehicle. For instance, in the construction

environment the partial automation of this vehicle would make it easier to use,

therefore giving an inexperienced operator the ability to use it. By this, the
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many precious hours needed for training on this machinery is drastically reduced.

Also, the technological developments acquired through this vehicle can easily be

applied to similar machinery.

RRR CONSTRUCTION ROBOT

Soon to be delivered is the Rapid Runway Repair Construction Robot, shown

in figure 2, on which this laboratory will continue their research. The

technology acquired through the 690c will be incorporated into this vehicle. The

mission of this robot is to upon deployment, proceed to the site of the crater,

clear the rubbish, fill in the crater, and level it off. Unlike the 690c

excavator, it does not require a trailer to carry extra tools, for all the tools

needed are fixed to the excavator. The robot also includes an advanced imaging

platform so that the robot has a clear view of all its surroundings. The

platform not only includes the latest in 2D color video, but also supports a 3D

laser scanning range finder. By this, the vehicle can have a full 3D view of the

surrounding area. It can also be seen that vehicle, being a robot, contains no

cab. This is meant to be a fully automated vehicle, capable of performing its

mission after being given the rough location of the craters. This robot will

work with other robots of its kind to help repair bombed runways in the shortest

and safest possible.

SPACE CONSTRUCTION VEHICLE

As plans for the return of man to the moon (to stay this time) proceed, the

need for robotic construction vehicles increases. The technology gained from the

latter two robots will definitely be applied to the fabrication of this robot.

Many other factors, though, must be taken into account. For instance, the robot

must be able to withstand the vacuum of space and also be able to work

efficiently in a harsh lunar environment. Another major factor to take into

consideration, is the matter of launch weight. If the vehicle is to be launched

from the earth into orbit for transport, then the cost can be horrendous. If

transport to the moon is based on current technology and operational philosophy,

then any object imported there would be worth three times its weight in gold
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SPACE CONSTRUCTION VEHICLE

FIG 3
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(Bole@ 332). The vacuum of space is also hard to work in, for engines have no

natural way of cooling. Extravagant cooling systems must be created to Expel the

heat. The harshness of the lunar surface provides much wear to moving parts, and

so, all bearings and gears must be well sealed and thoroughly lubricated,

otherwise they will wear quickly. Even the tires must be extremely durable.

Figure 3 shows just one of the proposed vehicles for such an operation. Many

different factors must be experimented with, and different robots designed until

the best is chosen.

CONCLUSION

Soon man may be seeing construction robots doing more and more of the hard

work. The partially automated construction vehicles may very well be seen at

construction sites helping in training sometime in the near future. The RRR

robot could be repairing bombed runways in just a few years. Are robots really

taking over? No, but they shall be a great asset in times to come to all of

mankind.
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i SAP Summarv

Tyndall Air Force Hase m Panama City. Florida served as the location tor this year's summer

pro(gram. ivir. Ld Alexander seived as mentor for the eight week period and proved to be an excellent

supervisor and teacher. Mr Alexander went out of his way. more than a few times to make sure that

the student could take advantage of all the opportunities offered as possible. The very first day of the

apprenticeship program. Mr. Alexander did not assign the student to an area to work. but rather

looked into several different work sites and environments and allowed the student to decide not

where he would like to work but rather where he thought he would learn the most. Mr Alexander is a

shining example of what this program could be at its highest potential if the mentor is concerned for

his summer help.

After the several different work options were presented to the student, the computer

department in Applied Research Associates (ARA) Pavements Branch was chosen. Dr. Xiaogong

Lee was in charge of this department and agreed to take the summer student in. Equipped with a

Silicon Graphics Iris 4-D Workstation (SGI). VAXstation 3100 Workstation. two 386-33 PCs. and a

DELL 486-50 PC. this choice had plenty to offer. If Mr. Ed Alexander is the perfect mentor, then

without a doubt Dr. Lee is the perfect teacher. With extreme patience and understanding, Dr. Lee

helped the summer student get involved with the graphics capabilities on the SGI workstation. Using

the FORTRAN language. the student began program at first simple graphical circles, and later more

difficult 3-D plots. About the third week into the program. the summer student started writing

FORTRAN programs for Dr. Lee. The learning process moved up a notch as this was as close to

real-time job experience as possible. Various programs were written to emulate spherical CT scans

by entering real data into the program and creating an output file written in PostScript Language. The

PostScript file contained the data in graphical form and could then be printed out or previewed as

necessary. Throughout this process. Dr. Lee continued to provide assistance and encouragement

whenever necessary.
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This summe-rir wa-s a v(ýry -mcct~rsful one, GOod steps were accompfishod in Ie~arninq more

abutit tho i C)RTIRAN lanquacle. how the VAX awid SGI worKstations operate and the advantaqe to

havinq them. and how to relate and work in a real-time job atmosphere. I hope HDL and the Air F-orce

:o-ntinuus this prociram ior tuiure students as it is an excellent toundation tot the e-nqineers ot

tomorrow
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